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FOREWORD

This standard is established to:

(a) Ensure that intetrference control is considered and incorporated into the
design of equipment and subsystems; and

(b) Provide a basis for evaluating the electromagnetic characteristics of
equipment and subsystems, as well as for inputs to analyses of the

electromagnetic compatibility and effectiveness of systems in a complex
electromagnetic environment.
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1. SCOPE

1.1 Purpose. This standard establishes the documentation aad design requirements for
the control of the electromagnetic emission and susceptibility characteristics of electronic,
electrical, and electromechanical equipment and subsystems (as defined herein) designed or
procured for use by activities and agencies of the Department of Defense. Such equipment
and subsystems may be used independently or as an integral part of other subsystems or
systems.

1.2 Application. The requirements of this standard are applicable to the extent
specified in the individual equipment or subsystem specification, countract or order. The
applicability of the emission and susceptibility requirements are dependent upon the type of
equipment or subsystem and its wmission and intended installation. When engineering analyses
on equipment or subsystems being procured for use in specific systems or platforms reveal
that the requirements in this standard are not adequate for that procurement, they may be
tailored by the procuring activity and incorporated into the request-for~proposal, specifi-
cation, contract or order. In cases where a system or integrating contractor is required
to prepare a detailed equipment or subsystem specification containing requirements for
electromagnetic compatibility (EMC), including electromagnetic interference (EMI), electro-
magnetic pulse (EMP), electromagnetic (EM) radiation hazards, and so forth, the requirements
of this standard shall be tailored as needed to achieve overall required system or platform
performance. For equipment and subsystems ia feasibility or advanced development stages
of the acquisition process, this standard shall be used as a gulde in formulating the
appropriate requirements. Those requirements shall be enumerated in the individual equip-
ment development or purchase description.

1.3 Units. Symbols, units, and physical constants used in this standard are in
accordance with the International System of Units (SI), as described in MIL~STD-463.

1.4 Emission and susceptibility designations. The emission and susceptibility
requirements in this standard and corresponding test methods of MIL-STD-462 are designated
in accordance with an alpha-numeric coding system where:

C = Conducted
R = Radiated
E = Emission
§ = Susceptibility
UM = Unique requirement(s) intended for a miscellaneous,
general-purpose equipment or subsystem

2, REFERENCED DOCUMENTS

2.1 Government documents.

2.1.1 Specifications, standards, and handbooks. Unless otherwise specified, the
following specifications, standards, and handbooks of the issue listed in that issue of the
Department of Defense Index of Specifications and Standards (DoDISS) specified in the
solicitation form a part of this standard to the extent specified herein.

SPECIFICATIONS
MILITARY
MIL-E-6051 Electromagnetic Compatibility Requirements, Systems
STANDARDS
MILITARY
MIL-STD-285 Attenuation Measurements For Enclosure, EM Shielding,
For Electronic Test Purposes, Method Of
MIL-STD-462 Electromagnetic Emission And Susceptibility, Test
Methods For
MIL-STD-463 ' Definitions And System Of Units, Electromagnetic
Interference And Electromagnetic Compatibility
1~1
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HANDBOOKS

MIL-STD-480

MIL-STD-704

MIL-STD-1377
(NAVY)

MIL-STD-1385
(NAVY)

MIL-STD-1512
(USAF)

MIL-STD-1541
(USAF)

MIL-STD-1542
(USAF)

STANAGS

NAT-STD-3516

NAT-STD-3614

NAT-STD-3659

MILITARY

MIL-HDBK-235

MIL-HDBK-237

MIL~HDBK-241

MIL-HDBK-253

MIL-STD-461C

Configuration Control - Engineering Changes, Deviations
And Waivers

Aircraft Electric Power Characteristics

Effectiveness Of Cable, Connector And Weapon Enclosure

Shielding And Filters In Precluding Hazards Of Electro-

magnetic Radiation To Ordnance, Measurement Of

Preclusion Of Ordnance Hazards In Electromagnetic
Flelds; General Requirements For

Electro-explosive Subsystems, Electrically Initiated,
Test Methods And Design Requirements

Electromagnetic Compatibility Requirements For Space
Systems

Electromagnetic Compatibility (EMC) And Grounding
Requirements For Space System Facilities

EMC Test Methods For Aerospace Electrical and
Electronic Equipment

EMC Of Installed Equipment In Aircraft

Bonding And In-Flight Lightning

Electromagnetic (Radiated) Enviroament Considerations
For Design And Procurement Of Electrical and Electronic
Equipment

Electromagnetic Compatibility Management Guide For
Platforms, Systems And Equipment

Design Guide For EMI Reduction In Power Supplies

Guidance For The Design And Test Of Systems Protected
Against The Effects Of Electromagnetic Energy

2.1.2 Other Government documents, drawings, and publications. The following other

Government documents, drawings, and publications form a part of this standard to the extent
specified herein.

PUBLICATIONS

AIR FORCE SYSTEMS COMMAND (AFSC)

AFSC DH 1-4
AFSC DH 2-5

AFSC DH 2-7

Air Force Systems Command Design Handbook, EMC
Air Force Systems Command Design Handbook, Armament

Air Force Systems Command Design Handbook, System
Survivability

US ARMY AMC MATERIEL READINESS SUPPORT ACTIVITY

1222

AMC Pamphlet 706-235

AMC Pamphlet 706-410

Hardening Weapon Systems Against RF Energy

Engineering Design Handbook, EMC
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SPACE AND NAVAL WARFARE SYSTEMS COMMAND (SPAWAR)
NAVELEX 0101, 106 Naval Shore Electronics Criteria, EMC/EMR Hazards

NAVAL SEA SYSTEMS COMMAND (NAVSEA)

NAVSEA OD 30393 Design Principles And Practices For Controlling
Razards Of Electromagnetic Radiation To Ordnance

(Copies of specifications, standards, handbooks, drawings, and publicatioans required
by contractors in connection with specific acquisition fuactions should be obtained from
the contracting activity or as directed by the coatracting officer.)

2.2 Other publications. The following document(s) form a part of this standard to the
extent specified herein. Unless otherwise specified, the issues of the documents which are
DoD adopted shall be those listed in the issue of the DoDISS gpecified in the solicitation.
The issues of documents which have not been adopted shall be those in effect on the date of
the cited DoDISS.

SOCIETY OF AUTOMOTIVE ENGINEERS (SAE)

SAE J551 Measurement Of Electromagnetic Radiation From Motor
Vehicles

SAE AIR 1423 Electromagnetic Compatibility On Gas Turbine Engines
For Aircraft Propulsion

SAE AIR 1425 Methods Of Achieving Electromagnetic Compatibility Of
Gas Turbine Engines Accessories, For Self-Propelled
Vehicles

(Application for copies should be addressed to the Society of Autonmotive Engineers, Inc.,
400 Commonwealth Drive, Warrendale, PA 15096.)

(Nongovernment standards are generally available for refereace from libraries. They are
also distributed among nongovernment standards bodies and using Federal agencies.)

2.3 Order of precedence. In the event of a conflict between the text of this standard
and the refereuces cited herein, the text of this standard shall take precedence.

3. DEFINITIONS

The terms used in this standard are defined in MIL~STD-463. In addition, the following
definitions are applicable for the purpose of this standard:

3.1 Critical area. A location on a platform or installatfon containing equipment orv
subsystems which, 1f malfuuctioning due to unwanted electromaguetic energy, could degrade the
overall system performance and result in failure or abortion of a primary mission. All
locations on a submarine and surface ship are considered critical areas.

3.2 Equipment. Any electrical, electronic, or electromechanical device, or collection
of items, intended to operate as an individual unit aad perform a singular function. As used
herein equipment include, but are not limited to, the following: receivers, transmitters,
transceivers, transponders, power supplies, electrical office sachines, hand tools, processors,
test apparatus and instruments, and material handling equipment.

3.3 Interconnecting leads. Control and signal lines which iaterface with equipment or
Subsystems not being supplied under the same contract. Control leads use AC or DC power for
control of such devices as relays, solenoids, valves, machinery control seasors, and synchros;
whereas signal leads send or receive such signals as clock, IF, audio, digital, and RF.

3.4 Non-critical area. A locatiou in a ground installation where EMI will not result in
fallure or abortion of a mission or degradation of the overall systea performance. Examples
of areas which may be considered non-critical are office buildings, recreational areas,
laundry areas, food servicing areas, drafting roows, and woodworking shops.

3.5 Sheltered subsystem. Equipment or components designed specifically for installation
in standard military shelters, which comply with MIL-STD-285 and which sre not intended to
meet the natural enviroaments, such as humidity, teaperature, and so forth.

1-3
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3.6 Subsystem. For the purpose of this standard, the definition in 3.6a or 3.6b shall
be considered as a subsystem. In elther case, the devices or equipment may be physically
separated when in operation and will be installed in fixed or mobile stations, vehicles, or
systems.

a. A collection of devices or equipment designed and integrated to function as a
single eatry, but wherein any device or equipment is not required to function
as an individual equipment, as defined in 3.2.

b. A collection of equipment and subsystems, as defined in 3.6a, designed aund
integrated to function as a major subdivision of a system and to perform an
operational function, or functioms, therein.

3.7 System. A composite of equipment, subsystems, skills, and techniques capable of
performing or supporting an operational role. A complete system includes related facilities,
equipment, subsystems, matecials, services, and personnel raquired for its operation to the
degree that it can be considered self-sufficient within its operational or support environment.
(EMC requirsments for systems are not included in this standard, but rather in such documents
as MIL-E-6051, MIL-STD~1541, and MIL-STD-1542.)

3.8 Tailoring. The process by which the requirements of this staundard are adapted (that
is, modified, deleted, or supplemented) to the peculiarities, characteristics, or operational
requirements of the material in an individual equipment or subsystem specification. The
tailoring process does not comnstitute a waiver or deviation. The latter terms are defined in
MIL-STD-480.

3.9 Telecommunications equipment. Any equipment which trausmits, emits, or receives
signs, signals, writing, images, sounds, or information of any nature by wire, radio, visual,
or other electromagnetic means.

4. GENERAL REQUIREMENTS

Electronic, electrical, and electromechanical equipment and subsystems shall comply with
the applicable requirements in 4.1 through 4.9. These requirements are in additioun to the
applicable emission and susceptibility requirements and limits defined in other portions of
this standard.

4.1 Joint procurements. Equipment or subsystems procured by one DoD activity for multi
agency use shall comply with the requirements of the user agencies.

4.2 North Atlantic Treaty Organization (NATO) procurements. Equipment or subsystems
procured by a DoD activity in support of NATO shall comply with the applicable requirements
of this standard and any applicable NATO standardization agreement (STANAG), such as NAT-STDs
-3516, -~3614, and -3659. The NATO STANAGs are not to be waived, deviated from, or tailored
unless specific authority has been granted by the procuring activity.

4.3 Design requirements. Equipment and subsystems shall be designed in accordance with
the criteria and guidance contained in the following documents, as applicable: MIL-HDBK-235,
MIL-HDBK~237, MIL-HDBK-241, MIL-HDBK-253, AFSC DH l-4, AFSC DH 2-5 and AFSC DH 2-7, AMC
Pamphlets 706~235 and 706-410, and NAVELEX 0101, 106.

4.3.1 Filtering (Navy only). The use of line-to-ground filters for EMI control shall be
minimized. Such filters establish low impedance paths for structure (common-mode) currents
through the ground plane and can be a major cause of interference in systems, platforms, or
installations because the curreants can couple into other equipment using the same ground
plane. 1If such a filter wmust be employed, the total lime-to-ground capacitance shall not
exceed 0.1 microfarads (uF) for 60 hertz (Hz) equipment or 0.02 uF for 400 Hz equipment. The
filtering employed shall be fully described in the equipment or subsystem technical manual,
as well as the EMI Test Report. The procuring activity shall determine the applicability of
this requirement for class Al equipment and subsystems.

4.3.2 Equipment or subsystems employing electro—explosive devices (EEDs). When EEDs are
employed in, or are an integral part of, equipwent or subsystems required to meet the require-
ments of this standard, the EED and associated wiring shall meet the requirements ian 4.3.2.1,
4.3.2.2, or 4.3.2.3, as applicable.

4.3.2.1 Air Force procurements. AFSC DH 2-5 shall be used as a design guide, and
compliance with MIL-STD-1512 shall be accomplished.

1224 c-3
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4.3.2.2 Navy procurements. Compliance with MIL-STD~1385 shall be accomplished, and
OD 30393 shall be used as a design guide in implementing the principles outlined in MIL-
STD-1385. In addition, MIL-STD-1377 shall be used to determine the effectiveness of cable,
connector, aud weapon enclosure shielding and filtering. For air weapons, all circuits -shall
be isolated from the equipment or subsystem case, and the case bonded to the airframe.

4.3.2.3 Army procurements. The requirements of 4.3.2.1 and 4.3.2.2 shall be used as
specified in the procurement documentation.

4.4 Self-compatibility. The operational performance of an equipment or subsystem shall
not be degraded, nor shall it malfunction when all of the unite or devices in the equipment
or subsystem are operating together at their designed levels of efficiency or their nominal
design capability.

4.5 Commercial off-the-shelf equipment.

4.5.1 Used in equipment or subsystems.

4.5.1.1 Selected by contractor. When it is demonstrated by the contractor that a
commercial item selected by the contractor 1s responsible for an equipmeat or subsystem
failing to meet its contractual EMI requirements, either the commercial ftem shall be modified
or replaced or interference suppression measures shall be employed, so that the equipmeat or
eubsystem can meet its contractual EMI requirements.

4.5.1.2 Specified by procuring activity. When it is demonstrated by the contractor
that a commercial item specified by the procuriag activity for use in an equipment ot sub-
system is responsible for failure of the equipment or subsystem to meet its coatractual EMI
requirements, the data indicating such failure shall be included in the EMI Test Report. No
modification nor replacement shall be made unless authorized by the procuring activity.

4.5.2 Used as an individual equipment. Commercial equipment without any previous EMI
certification shall meet the applicable requirements in Parts 2 through 10 of this standard.

4.6 Government furnished equipment (GFE). When it is demonstrated by the contractor
that a GFE is responsible for failure of an equipment or subsystem to meet its contractual
EMI requirements, the data indicating such failure, along with descriptions of possible
modifications to the GFE, shall be included in the EMI Test Report. No modiflication shall be
made unless authorized by the procuring activity.

4.7 Short—duration emissions. Radiated and conducted transieat emissions, resulting
from automatic cycling of electronic or electrical switching circuitry and manually controlled
operational mode switching functions required for normal operation of the equipment or sub-
system, shall meet all applicable requirements of this standard.

4.8 Procurements of equipment or subsystems having met other EMI requirements.
Procurements of production-type equipment and subsystems electrically and mechanically
identical to those previously procured by activities of DoD or other Federal agencies, or
their contractors, shall meet the EMI requirements and assoclated limits, as applicable in
the earlier procurement, unless otherwise specified by the Command or agency concerned.
For Navy procurements, production-type equipment shall be tested to all the applicable
limits of this standard, but shall meet the EMI requirements and associated limits as
applicable in the earlier procurement, unless otherwise specified by the Command or agency
councerned. All data shall be provided in the EMI Test Report.

4.9 Testing requirements. The testing requirements and procedures of MIL-STD-462, as
implemented by a Government approved EMI Test Plan (See 6.2), shall be used to determine
compliance with the applicable emission and susceptibility requirements of Section 5 and
Parts 2 through 10 of this standard. When performing susceptibility testing, the thresholds
of susceptibility shall be determined and reported in the EMI Test Report, whether below
the contractual EMI requirement or above, within the maximum capability of the test equipment
used. Data gathered as a result of performing tests in one electromagnetic discipline may be
sufficient to satisfy requirements in another. Therefore, to avoid unnecessary duplication,
a single test program should be established with similar tests conducted concurrently
whenever possible. Equipment that are intended to be operated as a subsystem shall be
tested, as such, to the applicable emission and susceptibility requirements and limits
whenever practical. Formal testing is not to commence without approval of the test plan
by the Command or agency concerned.
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5. EMISSION AND SUSCEPTIBILITY REQUIREMENTS AND LIMITS

5.1 General. Table l-I is a list of emission and susceptibility requirements established
by this standard. General test procedures for these requirements are contained in MIL-STD-462.
All results of tests performed to demonstrate compliance with these requirements are to be
documented in the EMI Test Report (See 6.2) and forwarded to the Command or agency concerned
for evaluation prior to acceptance of the equipment or subsystem. Design procedures and tech-
niques for the control of EMI shall be described in the EMI Control Plan (See 6.2). Approval
of design procedures and techniques described in the EMI Control Plan does not relieve the
supplier of the responsibility of meeting the contractual emission, susceptibility, and design
requirements. The test report shall be required by the contract and is to be forwarded to the
Command or agency councerned for evaluation prior to acceptaace of the equipment or subsystem.

5.2 Equipment and subsystem classes. Table 1-II defines equipment or subsystem classes
in accordance with their intended installation, platform, and mission. In addition, Table 1-II
denotes the applicable part of this standard wherein emission and susceptibility requirements
and limits are specified. When an equipment or subsystem falls into more than one class, it
shall comply with the most striungent of the applicable requirements and limits.

6. NOTES

6.1 Intended use. This standard is intended for use in the acquisition cycle of equip-
ment and subsystems to specify the electromagnetic emission and susceptibility requirements
for the control of EMI.

6.2 Data requirements list. and cross reference. When this standard is used in an
acquisition which incorporates a DD Form 1423, Contract Data Requirements List (CDRL), the
data requirements identified below shall be developed as specified by an approved Data Item
Description (DD Form 1664) and delivered in accordance with the approved CDRL incorporated
into the contract. When the provisions of the DOD FAR Supplement 27.410-6 are invoked and
the DD Form 1423 is not used, the data specified below shall be delivered by the contractor
in accordance with the contract or purchase order requirements. Deliverable data required
by this standard is cited in the following subparagraphs.

Applicable Para. Data requirement Applicable DID
5.1 Electromagnetic Interference Control Plan DI~-EMCS~-80199
4.9 Electromagnetic Interference Test Plan DI-EMCS-80201
5.1 Electromagnetic Interference Test Report DI-EMCS-80200

(Data item descriptions related to this standard, and identified in section 6 will be approved
and listed as such in DoD 5000.19-L., Vol. II, AMSDL. Copies of data item descriptions required
by the contractors in connection with specific acquisition functions should be obtained from

the Naval Publications and Forms Center or as directed by the contracting officer.)

6.3 Subject term (key word) listing.

EMC

EMI

EMP

Electromagnetic compatibility
Electromagnetic emission
Electromagnetic interfereunce
Electromagnetic pulse
Electromagnetic susceptibility
Filters, line-to-ground capacitance
Test Limits, EMI

Test Methods, EMIL

6.4 International standardization agreements. Certain provisions of this standard
(See 4.2) are the subject of international standardization agreements (NAT-STD -3516, -3614,
and -3659). When amendment, revision, or cancellation of this standard is proposed which
will modify the international agreement concerned, the preparing activity will take
appropriate action through international standardization channels, including departmental
standardization offices to change the agreement or make other appropriate accommodation.

6.5 Changes from previous issue. Asterisks or vertical lines are not used in this
revision to identify changes with respect to the previous issue due to the extensiveness
of the changes.
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TABLE 1-I. EMISSION AND SUSCEPTIBILITY REQUIREMENTS.

Requirement Description
CEOL Conducted Emissions, Power and Interconanecting Leads,
Low Frequency (up to 15 kHz)
CEO3 Conducted Emissions, Power aand Interconnecting Leads,
. 0.015 to 50 MHz
CEO06 Conducted Emissions, Antenna Terminals 10 kHz to 26 GHz
CEO7 Conducted Emissions, Power Leads, Spikes, Time Domain
CsO1 Conducted Susceptibility, Power Leads, 30 Hz to 50 kHz
Cs02 . Conducted Susceptibility, Power and Interconnecting Control
Leads, 0.05 to 400 MHz
€s03 Intermodulation, 15 kHz to 10 GHz
CS04 Rejection of Undesired Signals, 30 Hz to 20 GHz
CS05 Cross-modulation, 30 Hz to 20 GHz
Cs06 Conducted Susceptibility, Spikes, Power Leads
Ccso7 Conducted Susceptibility, Squelch Circuits
Ccs09 Conducted Susceptibility, Structure (Common Mode) Current,
_ 60 Hz to 100 kHz
CS10 Conducted Susceptibility, Damped Sinusoidal Traunsients,
Pins and Terminals, 10 kHz to 100 MHz
Csil Conducted Susceptibility, Damped Sinusoidal Transients,

Cables, 10 kHz to 100 MHz

REO1 Radiated Emissions, Magnetic Field, 0.03 to 50 kHz

REO2 Radiated Emissions, Electric Field, 14 kHz to 10 GHz

REO3 Radiated Emissions, Spurious and Harmonics, Radiated Techanique

. RSO1 Radiated Susceptibility, Magnetic Field, 0.03 to 50 kHz

RSO02 Radiated Susceptibility, Magnetic and Electric Fields,
Spikes and Power Frequenciles

RSO3 Radiated Susceptibdbility, Electric Field, 14 kHz to 40 GHz

RSO5 Radiated Susceptibility, Electromagnetic Pulse Field Transient

UMO3 Radiated Emissions and Susceptibility, Tactical and Special

. Purpose Vehicles and Engine-Driven Equipment

MO04 Conducted Emissions and Radiated Emissions and Susceptibility,
Engine Generators and Assoclated Components UPS and MEP
Equipment

UMOS Conducted and Radiated Emissions, Commercial Electrical and

Electromechanical Equipment
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TABLE 1-IT. EQUIPMENT AND SUBSYSTEM CLASSES VS. APPLICABLE PART
OF MIL-STD-461 FOR EMISSION AND SUSCEPTIBILITY
REQUIREMENTS AND LIMITS.

Applicable
Class Description Part
A Equipment and subsystems which must operate -
compatibly when installed in critical areas,
such as the following platforms and installations:
Al Aircraft (inclﬁaing associated ground support equipment) 2
A2 Spacecraft and launch vehicles (including associated 3
ground support equipuent)
A3 Ground facilities (fixed and moblle, including 4
tracked and wheeled vehicles)
Ab4 Surface ships 5
A5 Submarines 6
B Equipment and subsystems which support the Class A 7
equipment and subsystems, but which will not be
physically located in critical ground areas.
Examples are electronic shop maintenance and test
equipment used in non-critical areas, theodolites,
navaids, and similar equipment used in isolated areas.
C Miscellaneous,'general purpose equipment and subsystems -
not usually associated with a specific platform or
installation. Specific items in this class are:
Cl Tactical and special purpose vehicles and eangine-driven 8
equipment
c2 Engine generators and associated components, 9
uninterruptible power sets (UPS) and mobile
electric power (MEP) equipment supplying power
to or used in critical areas
c3 Commercial electrical and electromechanical 10
equipment

1-8
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Custodians Preparing Activity:
Army - CR Navy -EC
Navy - EC (Project EMCS-0112)

Air Force - 11

Review Activities
Army - MI, AV
Navy - SH, 0S, AS, YD, MC, OG, TD
Air Force - 13, 15, 17, 19, 68, 69, 79, 99
NSA
DCA
DoDECAC

User Activities:
Army - AT, ME, GL, CE, MD
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1. SCOPE

This part of MIL-STD-461 supplements Part 1 of the standard by defining emission and
susceptibility requirements and limits for equipment and subsystems intended for use aboard
aircraft (class Al), including associated non-ghipboard ground support equipment and for
class A3 equipment and subsystems procured for the Air Force.

1.1 Determining requirements.

l1.1.1 Air Force and Navy procurements. Table 2-I defines categories of class Al equip-
ment and subsystems. Table 2-I1 shall be used to determine the requiremeats applicable for
equipment and subsystems procured for Air Force or Navy use. The table also denotes the
paragraphs wherein the requirements and limits are defined. A "Y" entry in the table means
the requirement is applicable, and the limit shall be met using the procedures in MIL-STD-462
or the approved EMI Test Plan. A “Y_" entry means the applicability of the requirement is
limited and is specified in the appropriate corresponding paragraph. The limit shall be met
using the procedures in MIL-STD-462 or the approved EMI Test Plan. A "T" entry means that the
applicability of the requirement must be determined on a case-by-case basis and, if the
requirement is to be imposed, it must be so specified in the appropriate procurement document.
When required, the limit shall be met using the procedures in MIL-STD-462 or the approved
EMI Test Plan. Abseace of an eantry meauns the requirement is not applicable.

TABLE 2-I. Categories of Class Al equipment and subsystems.
(For Air Force and Navy use)

Category Description
Ala Air launched missiles
Alb Equipment installed on aircraft (internal or

external to airframe)

Ale Aerospace ground equipment required for the
checkout and launch of the aircraft, including’
electronic test and support equipment

Ald Trainers and simulators

Ale Portable medical equipment used for aeromedical
airlifc

Alf Aerospace ground equipment used away from the

flightline, such as engine test stands and
hydraulic test fixtures

Alg Jet engine accessories

Alh Class A3 equipment procured for Air Force use

1.1.2 Army procurements. Table 2-III shall be used to determine the specific require-
ments for class Al equipment and subsystems procured for Army use. The table also denotes the
paragraphs wherein the requirements and limits are defined. A "Y" entry in the table means
the requirement is applicable, and the limit shall be met using the procedures in MIL-STD-462
or the approved EMI Test Plan. A "Y;" entry means the applicability of the requirement is
limited and is specified in the appropriate corresponding paragraphs. When applicable,
the limit shall be met using the procedures in MIL-STD-462 or the approved EMI Test Plan.

A "T" entry means that the applicability must be determined on a case-by-case basis and, if
the requirement is to be imposed, it must be so specified in the appropriate procurement
document. When required, the limit shall be met using the procedures in MIL-STD-462 or

the approved EMI Test Plan. Absence of an entry means the requirement is not applicable.
For procurements of subsystems, such as radar, EW, surveillance, navigation, and the like,
comprised of individual equipment listed in Table 2-III, the applicable emission and
susceptibility requirements for the subsystem shall be tailored by the procuring activity
based on the requirements of the individual equipment.

2-1
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2. CEOl (limited applicability)

2.1 CEOl applicability. This requirement is applicable for equipment and subsystens
installed on aircraft having an anti-submarine warfare (ASW) capability and for Navy
equipment and subsystems intended for use on aircraft and having Very Low Frequency (VLF)
subsystems and equipment. When required, CEOl is applicable only for narrowband emissions
between 30 Hz and 15 kilohertz (kHz) on alternating current (AC) and direct curreat (DC)
leads, which obtain power from other sources or provide power to other equipmeat or sub-
systems; grounds or neutrals, which are not grounded internally to the subsystem or equipment
being measured; and, for Army and Navy procurements, interconnecting control leads which
provide AC and DC power from or to the test sample. The requirement is not applicable for
interconnecting signal leads such as clock, IF, audio, firing, digital, RF, and the like,
unless otherwise specified by the Command or agency concerned.

2.2 CEOl limits.

2.2.1 AC, DC, and interconnecting control leads. Electromagnetic emissions shall not
appear on AC, DC, and, where required, interconnecting control leads in excess of the values
as shown on Figure 2-1. The limits shall be met when measured with an effective baadwidth
not exceeding the primary power frequency plus 20% of the power frequency for AC power leads
or 75 Hz for DC power leads.

2.2.2 Interconnecting signal leads. If compliance with this requirement is required
for signal leads, limits shall be developed on a case-by-case basis comsidering the intentional
transmission, its specified power level, necessary information bandwidth, and pulse rise time.
Such limits must be approved by the Command or ageuncy concerned.

3. CEQ3

3.1 CEOQ3 applicability. This requirement is applicable for the following types of
leads: AC and DC leads, which obtain power from other sources or provide power to other
equipment, distribution panels, or subsystems; ground or neutrals, which are not grounded
internally to the subsystem or equipment being measured; and, for Army and Navy procurements,
interconnecting control leads which provide AC and DC power from or to the test sample.

The requirement is not applicable for interconnecting signal leads such as a clock, IF,
audio, firing, digital, radio frequency (RF), and the like, unless otherwise specified by
the Command or agency concerned. For Army procurements, the requirement is applicable
using the Line Impedance Stabilization Network, as described in MIL-STD-462.

3.2 CEO03 limits.

3.2.1 AC, DC, and interconnecting control leads. Electromagnetic emissions shall not
appear on AC, DC, and, where required, iatercounecting coutrol leads in excess of the values
shown on Figures 2-2 and 2-3 for narrowband and broadband emissions, respectively. For
Navy and Air Force procurements, conducted switching spike emissions (1ncluding ON/OFF
switching) on AC and DC power leads shall meet the requirements of CEOQ7.

3.2.2 Interconnecting signal leads. If compliance with this requirement is required
for signal leads, limits shall be developed on a case-by-case basis considering the intentional
transmission, its specified power level, necessary information bandwidth, and pulse rise time.
Such limits must be approved by the Command or agency concerned.

4. CEO6 (limited applicability)

4.1 CEO6 applicability. This requirement is applicable for those equipment and sub-
systems with antenna leads or those designed to be connected to antennas. The transmitter
(key-down mode), harmonic, and spurious emission portions of this requirement are not
applicable for equipment and subsystems procured solely for Army use, when any of the follow-
ing conditions exist: (a) transmitter power exceeds 5 kilowatts (kW) average, (b) the
fundamental frequency of the test sample exceeds 1.24 gigahertz (GHz), (c) the test sample's
antenna is an integral part of the transmitter and cannot be replaced by a suitable dummy
load, or (d) for equipment and subsystems with waveguide transmission lines and operating
below 1.24 GHz. For cases (a) through (d) use RE0O3. The frequency range of this requirement
is dependent on the operating frequency of the test sample (see MIL-STD-462). The transmitter
(key-down) portion of this requirement is not applicable within either the test saample's
necesgary bandwidth or + 5 percent of the fundamental frequency.

4.2 CE06 limits. Conducted emissions in excess of the values given in 4.2.1 through
4.2.3 shall not appear at the test sample's antenna terminals. .,
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4.2.1 Receivers.
a. Narrowband emissions: 34 decibels above 1 microvolt (dB uV)
b. Broadband emissions: 40 dB uV/megahertz (MHz)

4.2,2 Transmitters (key-up and standby).

a. Narrowbaund emissions: 34 dB uv
b. Broadband emissions: 40 dB UV/MHz

4.2.3 Transmitters (key-down mode). Harmonics, except the second and third, and all
other spurious emissions shall have peak powers 80 decibals (dB) down from the power at the
fundamental. The second and third harmonics shall be suppressed by: 50 + 10 log P (where
P = peak power, in watts, at the fundamental) or 80 dB, whichever requiress less suppression.

5. CEO07

5.1 CEO07 applicability. This requirement is applicable for Air Force and Navy procure-
ments for the following types of leads: AC and DC leads which obtain power from or pravide
power to other equipment or subsystems.

5.2 CEO7 limits. Conducted switching spikes of less than 50 microseconds in duration
shall not exceed the following, as applicable:

a. AC leads: + 50 percent of nominal tms voltage.
b. 0C leads: + 50 percent, -150 petrcent of nominal line voltage.

Conducted switching spikes equal to or greater than 50 microseconds in duration shall meet

the transient requirements of MIL-STD-704. Spike duration is the time iaterval between the
50% amplitude point on the transient leading edge and the 50% amplitude point on the transiant
trailing edge; high frequency ringing superimposed on the pulse leading or trailing edges
should be ignored.

6. €SOl (limited applicability)

6.1 CSOl applicability. This requirement is applicable to equipment and subsystem
AC and DC power leads, lncluding grounds and neutrals which are not grounded internally to
the equipment or subsystem. This requirement is not applicable within + 5 percent of the
power frequency(ies). For Navy procurements, this requirement may be deleted for AC leads,
with the approval of the Command or agency concerned, if -no circuit within the equipment or
system is more sensitive than 100 millivolts (mV). For equipment and subsystems procured
solely for Army use, this requirement is applicable for DC leads only.

6.2 CSOl limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to electromagnetic energy
injected onto its power leads equal to the values on Figure 2-4. The requirement is also
met when the power source specified in CSOl of MIL-STD-462, adjusted to dissipate 50 watts
in a 0.5 ohm load, cannot develop the required voltage at the test sample power input
terminals, and the test sample is not susceptible to the output of the signal source.

7. €s02

7.1 CSO2 applicability. This requirement is applicable to equipment aand subsystem
AC and DC power leads, including grounds and neutrals which are not grounded internally to
the equipment or subsystem.

7.2 CS02 limits. The test sample shall not exhibit any malfunction, degradatioa of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to l=-volt from a 50 ohm
source. The test signal shall be applied directly to the equipment input terminals, not
through the test sample's power line cord. The requirement is also met when a l-watt source
of 50 ohms impedance cannot develop the required voltage at the test sample power input
terminals, and the test sample is not susceptible to the output of the signal source.

2-5
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8. CS03 (limited applicability)

8.1 CS03 applicability. This reguirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirzment is depeadent on the operating frequency of the test
sample as speclfied in MIL-STD-462.

8.2 (CS03 limits. The test sample shall not exhibit any intermodulation products from
two signals, beyond those permitted in the individual equipment or subsystem specification,
when:

a. Signal generator #1 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462; except that whea fj
is in the frequeancy range of either 200 to 400 MHz or 2 to 25 MHz, the
generator output shall be 80 dB above the reference level, but the output of
signal generator #1 shall not exceed 10 dBm.

b. Signal generator #2 is set 66 dB above the level required to obtain the
standacrd reference output, as specified in MIL-3TD-4462, but the generator
output level szhall not exceed a power level of 10 dBu.

9. CS04 (limited applicability)

9.1 (804 applicability. This requirement is applicablie to recelving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like., The applicable
frequency range of thls requirement is depeadent on the operating frequency of the test
sample, as specified in MIL-STD-462.

9.2 CS04 limits. The test sample shall not exhidit any undesired response when
subjected to the test signal shown on Figure 2-5.

10. CS05 (limited applicability)

10.1 CSO05 applicability. Tais requirement is applicable to receiving equipment and
subsystemns such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test
sample, as specified in MIL-STD-462,

10.2 CS05 limits. The test sample shall not exhibiz, due to cross modulationn, any
malfunction, dezgradation of performance, or deviation from specified indications, beyond the
tolerances indicated in the individual equipment or subsystem specification, when subjected
to the following from signal generator #2: a signal 56 dB abonve the level required to obtain
the standard reference output, as specified ia MIL-STD-462, but not to exceed a power output
level of 10 dBm.

l1. Cso06

11.1 CS06 applicability. This requirement is applicable to equipment and subsystem
AC and DC power leads, iacluding grounds and neutrals which are not grounded internally to
the equipment or subsystem.

11.2 CS06 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when the test spikes having the waveform
shown on Figure 2-6 are applied to the AC and DC power ilaput leads f{or a period of not less
than 1 minute at each phase position, and for a total test period not exceeding 15 minutes in
duration (in lieu of the values in MIL-STD-462). The values of E¢) and t() are given below.
BEach spike shall be superimposed on the powerline voltage waveform.

a. Spike #1 (All Services) Ey 200 Volts; t] = 10 microseconds + 20%.

b. Spike #2 (Air Force and Navy) E2 = 200 Volts; tg

0.15 microseconds + 207%.
12. CS07 (limited applicability)

12.1 CS07 applicability. This requirement is applicable for receiving equipment and
subsystems which utilize squelch circuits.
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12.2 CS07 limits.

12,2.1 Requirement 1. The squelch circuits shall not open when the output of a 50-ohm
impedance impulse generator, set at 90 dB uV/MHz, is applied and matched to the input terminals
of the test sample.

12.2.2 Requirement 2. The squelch circuit shall not open when two siznals are applied
at the ianput of the test sample. One signal shall be an unmodulated RF signal at the receiver
tuned frequency, whose amplitude is two-thirds of the RF voltage used to adjust the squelch
threshold. The second signal shall be an impulse signal of 50 dB uv/MHz,

13. CS09 (limited applicability)
13.1 CS09 applicability. This requirement is applicable to Navy equipment and sub-

systems that have an operating frequency range of 100 kHz or less and an operating sensitivity
of 1 uvV or less, such as 0.5 uv.

13.2 €S09 limits. The test sample shall not exhibit any malfunction, degradatica of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to the levels shown on
Figure 2~7 across the applicable test points.

l4. CS10 (limited applicability)

14.1 CS10 applicability. This electromagnetic pulse (EMP) requirement is applicable
to Navy equipment and subsystem interface pins and terminals of power leads, coantrol leads,
signal leads, and grounds and neutrals which are not grounded internally to the equipment or
subsystem. Applications of this requirement are to be determined on a case~by-case basis.
It should be noted that if the equipment is to be installed in an intentionally unhardened
aircraft, the equipment will not be adequately protected against the specified EMP.

14.2 (CS10 limit. The test sample shall not exhibit aany permanent malfunct ion, degrada-
tion of performance, or deviation from specified indications, beyond the tolerances and
recovery times indicated in the individual equipment or subsystem specification, after
being subjected to a test signal having either the waveform and commoa mode current level
shown on Figure 2~-8, as determined in accordance with MIL-STD-462.

15. CSll (limited applicability)

15.1 Csll applicability. This EMP requirement 1is applicable to Navy equipment and
subsystems having interconnecting ot intraconnecting control, signal, or power cables.
This requirement is not applicable for equipment intended solely for use on non-metallic
aircraft, unless otherwise specified by the procuring activity. It should be noted that
if the equipment is to be installed in an intentionally unhardened aircraft, the equipment
will aot be adequately protected against the specified electromagnetic pulse (EMP). Actual
cable types, sizes and configurations subjected to the specified RS05 levels are exempt
from meeting this requirement.

15.2 CSl1! limit. The test sample shall not exhibit any permanent malfunction, degrada—-
tion of performance, or deviation from specified indications, beyond the tolerances and
recovery times indicated in the equipment or subsystem specification, after being subjected
to a test signal having the waveform shown ia Figure 2-9 and having a maximum bulk common mode
cable current of 10 amps, as determined in accordance with MIL-STD=462.

16. REOl (limfted applicability)

16.1 REO] applicability. This requirement is applicable ouly for equipment and sub-
systems installed in aircraft having an ASW capability, and for Navy equipment and subsystems
intended for use on aircraft having Very Low Frequency (VLF) equipment and subsystems.

When required, REOl 1is applicable for radiated emissions from equipment and subsystems,
cables (including coatrol, pulse, intermediate frequency (IF), power, and antemnas trans-
mission lines) and interconnecting wiring of the test sample. The requirement applies at
the fundamental frequencies and all spurious emissions, including harmonice, but does not
apply to radiation from antennas.

16.2 REO] limit. Magnetic field emissions shall not be radiated in excess of the levels
shown on Figure 2-10,
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17. REO2

17.1 REO2 applicability. This requirement is applicable for radiated emissions from
equipment and subsystems, cables (including control, pulse, IF, power, and antennas trans—
mission lines) and interconnecting wiring of the test sample; for narrowband, it applies at
the fundamental frequencies and all spurious emissions, including harmonics, but does not
apply to radiation from antennas. This requirement is applicable for broadband emissions
from 14 kHz to 1 GHz and for narrowband emissions from 14 kHz to 10 GHz.

17.2 REO2 limits. E-field emissions shall not be radiated in excess of those given in
17.2.1 and 17.2.2. Above 30 MHz, the limits shall be met for both horizontally and vertically
polarized waves.

17.2.1 Narrowband electric field emissions. Narrowband E-field emissions shall not be
radiated in excess of the applicable limit curve shown on Figure 2-11 at the required test
distaance, as specified in MIL-STD-462.

17.2.2 Broadband electric field emissions. Broadband E-field emissions from all
equipment and subsystems, including radiated switching transients resulting from (1)
automatic cycling of electronic or electrical switching clrcuitry, (2) actuation of push-to-
talk mechanisms (that is, keying of tramsmitters), or (3) manual switching shall not be
radiated in excess of the applicable limit curve shown on Figure 2-12 at the required test
distances, as specified in MIL-STD-462.

18. REO03 (limited applicability)

18.1 REO3 applicability. This requirement is applicable for transmitting equipment and
subsystems with antenna leads or those designed to be connected to antennas. The frequeucy
range of this requirz=ment is dependent on the operating frequency of the test sample (see
MIL-STD-462). The requirement is not applicable within either the test sample's necessary
bandwidth or + 5 percent of the fundamental frequency.

18.1.1 Army procurements. This requirement is applicable for transmitting equipment
and subsystems procured solely for Army use, when any of the following conditions exist:
(a) transmltter power exceeds 5 kW average, (b) the fundamental frequency of the test sample
exceeds 1.24 GHz, (c) the test sample's antenna is an integral part of the transmitter and
cannot be replaced by a suitable dummy load, or (d) for equipment aand subsystems with wave-
guide transmission lines and operating below 1.24 GHz.

18.1.2 Air Force and Navy procurements. This requirement is applicable, with the
approval of the procuring activity, when the transmitter spurious emissions and harmoaics
cannot be determined using the procedures in CEQ6.

18.2 REO3 limit. Harmonics, except the second and third, and all other spurious
emissions shall have peak powers 80 dB down from the power at the fundamental. The second
and third harmonics shall be suppressed by: 50 + 10 log P (where P = peak power, in watts,
at the fundamental) or 80 dB, whichever requires less suppression.

19. RSOl (limited applicability)

19.1 RSOl applicability. This requirement is applicable only for equipment and sub-
systems installed in aircraft having an ASW capasbility, and for Navy equipment and subsystems
intended for use on aircraft having Very Low Frequency (VLF) equipment and subsystems. When
required, RSOl is applicable to equipment and subsystems and their associated cabling and
connectors.

19.2 RSOl limit. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in
the individual equipment or subsystem specification, when subjected to magnetic fields
equal to the levels shown on Figure 2-13.

20. RS02

20.1 RS02 applicability. This requirement is applicable to equipment and systems as
indicated in 20.1.1 and 20.1.2.

20.1.1 Part I - spikes. This portion of RS02 is applicable for all Department of
Defense (DoD) activities.

2-8
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20.1.2 Part II - power frequency. This requirement is applicable for equipment and
subsystems procured for Air Force and Navy use.

20.2 RS02 limits.

20.2.1 Part I - spikes. The test sample shall not exhibit any malfunction, degrada-—
tion of performance, or deviation from specified indications, beyond the tolerances indicated
in the individual equipment or subsystem specification, when subjected to the test spikes
having the waveform shown on Figure 2-6. The values of E() aad t() are given below:

a. Spike #1 (All Services) E] = 200 Volts; t) = 10 wicroseconds + 20%.
b. Spike #2 (Air Force and Navy) E2 = 200 Volts; ty = 0.15 microseconds + 20%.

20.2.2 Part II - power frequency. The test sample shall not exhibit any malfunction,
degradatina of performance, or deviation from specified indications, beyond the tolerances
indicated in the individual equipment or subsystem specification, when 20 amperes are applied
to the test wirsz at the power frequency(ies) of the test sample.

21. RS03

21.1 RSO3 applicability. This requirement is applicable for all equipment aad
subsystems between 14 kHz and 10 GHz. Above 10 GHz, this requirement applies only at all
intentionally generated frequencies of known intentional emitters on the aircraft and, for
Navy procurements, the aircraft's host ship. For Air Force procurements, this requirement
is not applicable above 10 GHz, unless otherwise required by the procuring activity.

21.2 RSO3 limits. The test sample shall not exhibit any permanent malfunction, degrada-
tion of performance, or deviation from specified indications, beyond the tolerances indicated
in the individual equipwent or subsystem specification, when subjected to the radiated electric
fields (E) specified herein. Above 30 MHz, the requirement shall bhe met for both horizontally
and vertically polarized waves; circular polarized waves are also acceptable. Appropriate
consideration shall be given to the operational radiated electcrowmagnetic enviroament from
both friendly and hostile emitters which an equipment or subsystem may eucounter during its
life cycle. Applicable portions of MIL-HDBK-235 shall be used to determine the anticipated
environment. As a minimum, the following levels apply. If levels substantially higher than
those given herein are specified, modifications to the procedure in MIL-STD-462 may be
required or desirable. GJuch modifications are to be described in the EMI Test Plan.

Frequency Range E-Field (Volts/meter (V/m))
14 kHz to 2 MHz 20, except that for Army procurements

the level is 1 V/m.
2 MHz to 10 GHz 20
Above 10 GHz 20
21.2.1 Air Force and Navy equipment and subsystems installed in non-metallic aircraft,
non-metallic structures on metallic aircraft, or externally mounted on metallic aircraft.

Such equipment shall not malfunction when subjected to a radiated E-field of 200 V/m over
the required frequency range.

22. RSO5 (limited applicability)

22.1 RSO5 applicability. This requirement is intended for Navy equipment and sub-
systems and is applicable when both of the following conditiouns exist: (a) operation of
the equipment or subsystem is essential for safety or the success of a mission and (b) the
equipment or subsystem is installed on a non-metallic structure on a metallic alrcraft or
externally mounted on a metallic aircraft. This requirement is not applicable for equipment
intended solely for use on non-metallic aircraft, unless otherwise required by the procuring
activity. Cables that can not be tested in accordance with MIL-STD-462 shall meet the
requirements of CSil, and cables subjected to the specified CS1l levels are exempt from
meeting this requirement.

22.2 RSO5 limit. The test sample shall not exhibit any permanent malfunction, degrada-
tion of performance, or deviation from specified indications, beyond the tolerances and
recovery times indicated in the individual equipment or subsystem specification, after being
subjected to a test signal having the waveform and amplitude shown on Figure 2-14.
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Limit
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f1 fo f2 t

Receiver tuned frequency or band center for amplifiers.

Lowest tunable frequency of receiver band in use or the lowest frequency
of amplifier passband. :

Highest tunable frequency of receiver band in use or the highest frequency
of amplifier passband.

Bandwidth between the 80 dB points of the receiver selectivity curve as defined
in the test sample's technical requirements or the control plan.

The limit at A is 80 dB above the input level required to produce the standard

reference output. (This limit shall not be used for amplifiers)

The 1imit at B shall be set as follows: .

a. Receivers: O dBm applied directly to the receiver input terminals.

b. Amplifiers: The 1limit shall be as specified in the test sample's technical
requirement or control plan. If no limit is defined in the above documents,
the 0 dBm value shall be used.

FIGURE 2-5. LIMIT FOR CSO4
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Frequency (MHz)
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I PIN (1) = l.OSIMAxe SIN(21rft)

Imax

where,

IpiN (1)
PIN Current

IpiN (1) = common mode pin
current in amps

f = frequency, hertz
t = time, seconds
Q = decay factor

FIGURE 2-8. LIMIT FOR CS10
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Imax
Maximum Common Mode Current (Amps)
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X x
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(3] = common mode cable
2 w CABLE current in amps
(3]
H t:l: = frequency, hertz
O

FIGURE 2-9. LIMIT FOR CS11
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1. SCOPE

This part of MIL-STD-461 supplements Part 1 of the standard by defining emission and
sugceptibility requirements and limits for equipment and subsystems intended for use aboard
spacecraft and launch vehicles (class A2), including associated ground support equipment, and
for class A3 equipment and subsystems procured for the Air Force.

1.1 Determining requirements. Table 3-I1 defines categories of class A2 equipment and
subsystems. Table 3-II shall be used to determine the requirements applicable to class A2
equipment and subsystems. The table also denotes the paragraphs wherein the requirements and
limits are defined. A "Y" entry in the table means the requirement is applicable, and the
limit shall be met using the procedures in MIL-STD-462 or the approved EMI Test Plan. A Yy
entry means the applicability of the requirement is limited and is specified in the correspond-
ing appropriate paragraph. When applicable, the limit shall be met using the procedures in
MIL-STD-462 or the approved EMI Test Plan. A "T" eantry means that the applicability of the
requirement must be determined on a case-by-case basis and, if the requirement is to-be imposed,
it must be so specified in the appropriate procurement document. When required, the limit shall
be met using the procedures in MIL-STD-462 or the approved EMI Test Plan. Absence of an entry
means the requirement is not applicable.

TABLE 3-I. Categories of Class A2 equipment and subsystems.

Category Description
A2a Equipment installed on spacecraft or launch vehicle
A2b Aerospace ground equipment required for the checkout
and launch, including electroaic test and support
equipment
A2c Trainers and simulators
A24d Class A3 equipment procured for Air Force use

2. CEOl (limited applicability)

2.1 CEOl applicability. Applications of this requirement are to be determined on a
case-by-case basis. When required, CEOl is applicable only for narrowband emissions between
30 Hz and 15 kHz on AC and DC leads, which obtain power from or provide power to other
equipment or subsystems. The requirement is not applicable for interconnecting leads unless
otherwise specified by the Command or agency coancerned.

2.2 CEOl limits.

2.2.1 AC and DC leads. Electromagnetic emissions shall not appear on AC and DC leads in
excess of the values as shown on Figure 3-1. The limits shall be met when measured with an
effective bandwidth not exceeding the primary power frequency plus 20 of the power frequeuncy
for AC power leads or 75 Hz for DC power leads.

2.2.2 Interconnecting leads. If compliance with this requirement is required for
interconnecting leads, limits shall be developed on a case-by-case basis considering the
intentional transmission, its specified power level, necessary information bandwidth, and
pulse rise time. Such limits must be approved by the Command or agency concerned.

3. CEO3

3.1 CEO3 applicability. This requirement is applicable for AC and DC leads, which obtain
power from other sources or provide power to other equipment and subsystems. The requirement
is not applicable for interconnecting leads, unless otherwise specified by the Command or
ageucy concerned.

3.2 CEO3 limits.

3.2.1 AC and DC leads. Electromagnetic emissions shall not appear oan AC and DC leads in
excess of the values as shown on Figures 3-2 and 3-3 for narrowband and broadband emissions,
respectively. Conducted switching spike ewissions (including ON/OFF switching) on AC and DC
power leads shall meet the requirements of CEO7.

3-1
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3.2.2 Interconnecting leads. If compliance with this requirement is required for
interconnecting leads, limits shall be developed on a case-by-case basis considering the
intentional transmission, its specified power level, necessary information bandwidth, and
pulse rise time. Such limits must be approved by the Command or agency concerned.

4. CE06 (limited applicability)

4.1 CE06 applicability. This requirement is applicable for those equipment and sub-
systems with antenna leads or those designed to be connected to antennas. The transmitter
(key-down mode), harmonic, and spurious emission portions of this requirement are not
applicable for equipment and subsystems procured solely for Army use, when any of the
following conditions exist: (a) transmitter power exceeds 5 kW average, (b) the fundamental
frequency of the test sample exceeds 1.24 GHz, (c) the test sample's antenna is an integral
part of the transmitter and cannot be replaced by a suitable dummy load, or (d) for equipment
and subsystems with waveguide transmission lines and operating below 1.24 GHz. For cases
(a) through (d) use RE03. The frequency range of this requirement is dependent on the
operating frequency of the test sample (see MIL-STD-462). The transmitter (key—down)
portion of this requirement {s not applicable within either the test sample's necessary
bandwidth or + 5 percent of the fundamental frequency.

4.2 CEQ06 limits. Conducted emissions in excess of the values given in 4.2.1 through
4.2.3 shall not appear at the test sample’s autenna terminals.

4.2.1 Receivers.
a. Narrowband emissions: 34 dB uv
b. Broadband emissions: 40 dB uv/MHz

4.,2.2 Transmitters (key-up and standby).

a, Narrowband emissions: 34 dB uv
b. Broadband emissions: 40 dB uV/MHz

4.2.3 Transmitters (key—down mode). Harmonics, except the second and third, and all
other spurious emissions shall have peak powers 80 dB down from the power at the fundameatal.
The second and third harmonics shall be suppressed by: 50 + 10 log P (where P = peak power,
in watts, at the fundamental) or 80 dB, whichever requires less suppression.

5. CEO7

5.1 CE07 applicability. This requirement is applicable for the following types of leads:
AC or DC leads which obtain power from or provide power to other equipment or subsystems.

5.2 CEO7 limits. Conducted switching spikes of less than 50 microseconds in duration
shall not exceed the following, as applicable:

a. AC leads: + 50 percent of nominal root mean square (rms) voltage.
b. DC leads: + 50 percent, -150 percent of nominal line voltage.

Conducted switching spikes equal to or greater than 50 microseconds in duration shall meet
the transient requirements as specified in the individual equipment or subsystem specifica-
tions. Spike duration is the time interval between the 502 amplitude point on the transient
leading edge and the 50X amplitude point on the transient trailing edge; high frequency
tinging superimposed on the pulse leading or trailing edges should be ignored.

6. CsO1

6.1 CSOl applicability. This requirewment is applicable to equipment and subsystem
AC and DC power leads, including grounds and neutrals which are not grounded internally to
the equipment or subsystem. The requirement is not applicable within * 5 percent of the
power frequency(ies). For Navy procurements, this requirement may be deleted for AC leads,
with the approval of the Comumand or agency concerned, if no circuit within the equipment or
system is more sensitive than 100 aV.
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6.2 CSOl limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individuel equipment or subsystem specification, when subjected to electromagnetic energy
injected onto its power leads less than or equal to the values on Figure 3—-4. The requirement
is also met under the following condition: when the power source specified in MIL-STD-462,
adjusted to dissipate 50 watts in a 0.5 ohm load, cannot develop the required voltage at
the test sample power input terminals, and the test sample is not susceptible to the output
of the signal source.

oy

7. Cs02

7.1 CS02 applicability. This requirement is applicable to equipment and subsystem AC
and DC power leads, including grounds and neutrals which are not grounded internally to the
equipment or subsystem.

7.2 €S02 1imits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to 1 volt from a 50-ohm source.
The test signal shall be applied directly to the equipment input terminals, not through the test
sample's power line cord. The requirement is also met under the following condition: when a
l-watt source of 50 ohms impedance cannot develop the required voltage at the test sample power
input terminals, and the test sample is not susceptible to the output of the signal source.

8. CS03 (limited applicability)

8.1 (CS03 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test
sample as specified in MIL-STD-462. For Army equipment and subsystems, the requirement is
applicable only when specifically called out in the procurement documentation.

8.2 (CS03 limits. The test sample shall not exhibit any intermodulation products from two
signals, beyond those permitted in the individual equipment or subsystem specification, when:

a. Signal generator #1 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462; except that when fy
is in the frequency range of either 200 to 400 MHz or 2 to 25 MHz, the
generator output shall be 80 dB above the reference level, but the output of
signal generator #1 shall not exceed 10 dBm.

b. Signal generator #2 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462, but the generator
output level shall not exceed a power level of 10 dBm.

9. CS04 (limited applicability)

9.1 (€S04 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test
sample, as specified in MIL-STD-462. For Army equipment and subsystems, the requirement is
applicable only when specifically called out in the procurement documentation.

9.2 CS04 limits. The test sample shall not exhibit any undesired response when
subjected to the test signal shown on Figure 3-5.

10. CS05 (limited applicability)

10.1 (CS05 applicability. This requirement is applicable to receiving equipment and
subsystems such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test
sample as specified in MIL-STD-462. For Army equipment and subsystems, the requirement is
applicable only when specifically called out in the procurement documentation.

10,2 CS05 limits. The test sample shall not exhibit, due to cross modulation, any
malfunction, degradation of performance, or deviation from specified indications, beyond the
tolerances indicated in the individual equipment or subsystem specification, when subjected to
the following from signal generator #2: a signal 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462, but not to exceed a power output level
of 10 dBm.

3-4 <;ﬁ7
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11. CsS06

11.1 CS06 applicability. This requirement is applicable to equipment and subsystem AC
and DC power leads, including grounds and neutrals which are not grounded internally to the
equipment or subsystem.

11.2 C€S06 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when the test spikes having the waveform
shown on Figure 3-6 are applied to the AC and DC power input leads for a period of not less
than 1 minute at each phase position, and for a total test period not exceeding 15 minutes in
duration (in lieu of the values in MIL-STD-462). The values of E() and t() are given below.
Each spike shall be superimposed on the powerline voltage waveform.

a. Spike #1 (All Services) E] = 200 Volts; t] = 10 microseconds + 20%.
b. Spike #2 (Air Force and Navy) Ez = 200 Volts; ty = 0.15 microseconds + 20%.
12,  CS07 (limited applicability)

12.1 (SO7 applicability. This requirement is applicable for receiving equipment and
subsystems which utilize squelch eircuits.

12,2 C€S07 limits.

12.2.1 Requirement 1. The squelch circuits shall not open when the output of a 50-ohm
impedance impulse generator, set at 90 dB uV/MHz, is applied and matched to the input terminals
of the test sample.

12.2.2 Requirement 2. The squelch circuit shall not open when two signals are applied
at the input of the test sample. Oune signal shall be an unmodulated RF signal at the receiver
tuned frequency, whose amplitude is two-thirds of the RF voltage used to adjust the squelch
threshold. The second signal shall be an impulse signal of 50 dB wvV/MHz.

13. REOl (limited applicability)

~ 13.1 REO] applicability. Applications of this requirement are to be determined on a
case-by-case basis. When required, REQl is applicable for radiated emissions from equipment
and subsystems, cables (including control, pulse, IF, power, and antennas transmission lines)
and interconnecting wiring of the test sample. The requirement applies at the fundamental
frequencies and all spurious emissions, including harmonics, but does not apply to radiation
from antennas.

13.2 REOl limit. Magnetic field emissions shall not be radiated in excess of the levels
shown on Figure 3~7.

14. REO2

14.1 REO2 applicability. This requirement is applicable for radiated emissions from
equipment and subsystems, cables (including coatrol, pulse, IF, power, and antentnas trans-—
mission lines) and interconnecting wiring of the test sample; for narrowband, it applies at
the fundamental frequeancies and all spurious emissions, including harmonics, but does not
apply to radiation from antennas. This requirement is applicable for broadband emissions
from 14 kHz to 1 GHz and for narrowband emissions from 14 kHz to 10 GHz.

14.2 REO02 limits. E-field emissions shall not be radiated in excess of those given
in 14.2.1 and 14.2.2. Above 30 MHz, the limits shall be met for both horizontally and
vertically polarized waves.

14.2.1 Narrowband electric field emissions. Narrowband E-field emissions shall not
be radiated in excess of the limit curve shown on Figure 3-8 at the required test distance,
as gpecified in MIL-STD-462.

14.2.2 Broadband electric field emissions. Broadband E-field emissions from all equipment
aad subsystems, including radiated switching transients resulting from (1) automatic cycling of
electronic or electrical switching circuitry, (2) actuation of push-to-talk mechanisms (that is,
keying of transmitters), or (3) manual switching shall not be radiated in excess of the applicable
limit curve shown on Figure 3-9 at the required test distances, as specified in MIL-STD-462.

; 3-5
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15. REO3 (limited applicability)

15.1 REO3 applicability. This requirement is' applicable for those equipment and
subsystems with antenna leads or those designed to be connected to antennas. The frequency
range of this requirement is dependent on the operating frequency of the test sample (see
MIL-STD-462). The requirement is not applicable within either the test sample's necessary
bandwidth or + 5 percent of the fundamental frequency.

15.1.1 Army procurements. This Tequirement is applicable for transmitting equipment
and subsystems procured solely for Army use when any of the following conditions exist:
(a) transmitter power exceeds 5 kW average, (b) the fundamental frequency of the test sample
exceeds 1.24 GHz, (c) the test sample's anteana is aa integral part of the transmitter and
cannot be replaced by a suitable dummy load, or (d) for equipment and subsystems with wave-
guide transmission lines and operating below 1.24 GHz.

15.1.2 Air Force and Navy procurements. This requirement is applicable, with the
approval of the procuring activity, when the spurious emissions and harmonics cannot be
determined using the procedures in CE06.

15.2 REO3 limit. Harmonics, except the second and third, and all other spurious
emissions shall have peak powers 80 dB down from the power at the fundamental. The second
and third harwonics shall be suppressed by: 50 + 10 log P (where P = peak power, in watts,
at the fundamental) or 80 dB, whichever requires less suppression.

16. RS02

16.1 RS02 applicability. Parts I and II are applicable for all DoD activities.
16.2 RS02 limits.

16.2.1 Part I - spikes. The test sample shall not exhibit any malfunction, degrada-
tion of performance, or deviation from specified indications, beyond the tolerances indicated
in the individual equipment or subsystem specification, when subjected to the test spikes
having the waveform shown on Figure 3-6. The values of E() and t() are given below:

a. Spike #1 (All Services) E; = 200 Volts; t; =10 microseconds + 20%.
b. Spike #2 (Air Force and Navy) Ep = 200 Volits; ty = 0.15 microseconds + 20%.

16.2.2 Part II - power frequency. The test sample shall aot exhibit any malfunction,
degradation of performance, or deviation from specified indications, beyond the tolerances
indicated in the individual equipment or subsystem specification, when 20 amperes are applied
to the test wire at the power frequency(ies) of the test sample.

17. RSO3

17.1 RS03 applicability. This requirement is applicable for all equipment and sub-
systems between 14 kHz and 10 GHz. Above 10 GHz, this requirement applies only at all
intentionally generated frequencies of any known emitter on the spacecraft or launch vehicle.
For Air Force procurements, this requirement is not applicable above 10 GHz, unless otherwise
Trequired by the procuring activity.

17.2 RSO3 limits. The test sample shall not exhibit any permanent malfunction,
degradation of performance, or deviation from specified indications, beyond the tolerances
indicated in the individual equipment or subsystem specification, when subjected to the
radiated electric fields (E) less thaa or equal to those specified herein. Above 30 MHz,
the requirement shall be met for both horizontally and vertically polarized waves; circular
polarized waves are also acceptable. Appropriate consideration shall be given to the
operational radiated electromagnetic environment from both friendly and hostile emitters
which an equipment or subsystem may encounter during its life cycle. Applicable portions
of MIL-HDBK-235 shall be used to determine the anticipated enviroument. As a minimum, the

following levels apply. If levels substantially higher than those given herein are specified,
modifications to the procedures in MIL=-STD-462 may be required. Such modifications are to

be described in the EMI Test Plan.

Frequency Range E-Field (Volts/meter)
14 kHz to 30 MHz 10
30 MHz to 10 GHz 5
Above 10 GHz 20
3-6
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Limit
[ S — S
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0 - 1 1 -
'1 QD '2 t

Receiver tuned frequency or band center for amplifiers.

Lowest tunable frequency of receiver band i{n use or the lowest frequency
of amplifier passband.

Bighest tunable frequency of receiver band in use or the highest frequency
of amplifier passband.

Bandwidth between the 80 dB points of the receiver selectivity curve as defined
in the test sample's technical requirements or the control plan.

The limit at A is 80 dB above the input level required to produce the standard

reference output. (This limit shall not be used for amplifiers)

The limit at B shall be set as follows:

a. Receivers: O dBm applied directly to the receiver input terminals.

b. Amplifiers: The limit shall be as specified in the test sample's technical
requirement or control plan. If no limit is defined in the above documents,
the 0 dBm value shall be used.

FIGURE 3-5. LIMIT FOR CSO4
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1. SCOPE

This part of MIL-STD-461 supplements Part 1 of the standard by defining emission and
susceptibility requirements and limits for equipment and subsystems intended for use in ground
fixed and mobile facilities, including tracked and wheeled vehicles (Class A3). Navy require-
ments for ground support equipment used for checkout and launch of aircraft, spacecraft, and
launch vehicles are contained in Parts 2 and 3 of MIL-STD-461 and should be tailored as
necessary. Part 4 is not applicable for Air Force procurements; refer to Parts 2 and 3.

1.1 Determining requirements. Table 4-I shall be used to determine the specific require-
ments for class A3 equipment and subsystems. The table also denotes the paragraphs wherein
the requirements and limits are defined. A "Y" entry in the table means the requirement is
applicable, and the limit shall be met using the procedures in MIL-STD-462 or the approved EMI
Test Plan. A "Yi" entry means the applicability of the requirement is limited and is specified
in the appropriate corresponding paragraph. When applicable, the limit shall be met using the
procedures in MIL-STD-462 or the approved EMI Test Plan. A “"T" entry means that the applicability
of the requirement must be determined on a case-by-case basis and, if the requirement is to be
imposed, it must be so specified in the appropriate procurement document. When required, the
limit shall be met using the procedures in MIL-STD-462 or the approved EMI Test Plan. Absence
of an entry means the requirement is not applicable. For procurements of subsystems, such as
radar, EW surveillance, and the like, comprised of individual equipment listed in Table 4-1,
the applicable emission and susceptibility requirements for the subsystem shall be tailored by
the procuring activity based on the requirements of the individual equipment.

2. CEOl (limited applicability)

2.1 CEQl applicability. This requirement is applicable for alternating current (AC) and
direct current (DC) leads, which obtain power from other sources or provide power to other equip-
ment or subsystems; grounds or neutrals, which are not grounded internally to the subsystem or
equipment being measured; and interconnecting control leads, which provide AC and DC power from
or to the test sample. The requirement is not applicable for interconnecting signal leads such
as clock, IF, audio, firing, digital, RF, and the like, unless otherwise specified by the Command
or agency concerned. For Army equipment or subsystems the requirement is applicable ouly when
specifically called out in the procurement documentation.

2.1.1 DC and interconnecting leads. This requirement is applicable for narrowband emissions
from 30 Hz and 15 kHz.

2.1.2 AC leads. The requirement is applicable for equipment and subsystems procured for
Navy use. This requirement is applicable for narrowband emissions from the power frequency(ies)
of the test sample to 15 kHz. Other applications and limits for this requirement are to be
determined and specified on a case-by~case basis.

2.2 CEOl limits.

2.2.1 DC leads. Electromagnetic emissions shall not appear on DC leads in excess of the
values shown on the applicable curve oa Figure 4-1. The limits shall be met when measured with
an effective bandwidth not exceeding 75 Hz.

2.2.2 AC leads. Electromagnetic emissions shall not appear on AC leads in excess of the
values shown on the applicable limit line on Figure 4-2. The limits shall be met when measured
with an effective bandwidth not exceeding the primary power frequency plus 20% of the primary
power frequency.

2.2.3 Interconnecting leads.

2.2.3.1 Army procurements.

2.2.3.1.1 Interconnecting control leads. Electromagnetic emissions shall not appear on
interconnecting control leads in excess of the values shown on the applicable curve on Figure 4-1.
The limits shall be met when measured with an effective bandwidth not exceeding the primary power
frequency plus 20% of the primary power frequency for AC leads or 75 Hz for DC leads.

2.2.3.1.2 Interconnecting signal leads. If compliance with this requirement is required
for signal leads, limits shall be developed on a case-by-case basis considering the intentional
transmission, its specified power level, necessary information bandwidth, and pulse rise time.
Such 1limits must be approved by the Command or agency coucerned.
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2.2.3.2 Navy procurements.

2.2.3.2.1 Connected outer shields and twisted pairs together. For interconnecting
coutrol and signal leads having the outer shield connected, and for twisted pairs with the
pairs together, electromagnetic emissions shall not appear on the leads in excess of the
values shown on the applicable curve on Figure 4-1.

2.2.3.2.2 Digconnected outer shield and twisted pairs separated. For interconnecting
control and signal leads having the outer shield disconnected, and for twisted pairs having
the pairs separated, the limits shall be developed on a case-by-case basis considering the
intentional transmission, its specified power level, necessary information bandwidth, and
pulse rise time. Such limits must be approved by the Command or agency concerned.

3. CEO3

3.1 CEO3 applicability. This requirement is applicable for the following types of leads:
AC and DC leads, which obtain power from other sources or provide power to other equipment,
distribution panels, or subsystems; grounds or neutrals, which are not grounded internally to
the subsystem or equipment being measured; and interconnecting coatrol leads, which provide AC
and DC power from or to the test sample. The requirement is not applicable for interconnecting
signal leads such as a clock, IF, audio, firing, digital, RF, and the like, unless otherwise
specified by the Command or agency concerned. For Army procurements, the requirement is appli-
cable using the Line Impedance Stabilization Network, as described in MIL-STD-462.

3.2 CE03 limits.

3.2.1 DC leads. Electromagnetic emissions shall not appear on DC leads in excess of
the values shown on the applicable curve on Figures 4-3 and 4~4 for narrowband and broadband
emissions, respectively.

3.2.2 AC leads.
3.2.2.1 Army procurements. Electromagnetic emissions shall not appear on AC leads in

excess of the values shown on Figures 4-3 and 4-4 for narrowband and broadband emissions,
respectively.

3.2.2.2 Navy procurements. Electromagnetic emissions shall not appear on AC leads in
excess of the values shown on Figures 4-5 and 4-6 for narrowband and broadband emissions,
respectively.

3.2.3 Intercomnecting leads.

3.2.3.1 Army procurements.

3.2.3.1.1 Interconnecting control leads. Electromagnetic emissions shall not appear on
interconnecting control leads in excess of the values shown on the applicable curve on Figures
4-3 and 4-4 for narrowband and broadband emissions, respectively.

3.2.3.1.2 Interconnecting signal leads. If compliance with this requirement is required
for signal leads, limits shall be developed on a case~by-case basis considering the intentional
transmission, its specified power level, necessary information bandwidth, and pulse rise time.
Such limits must be approved by the Comwmand or agency concerned.

3.2.3.2 Navy procurements.

3.2.3.2.1 Connected outer shields and twisted pairs together. For interconnecting
control and signal leads having the outer shield connected, and for twisted pairs with the
pairs together, electromagnetic emissions shall not appear on the leads in excess of the
values shown on the applicable curve on Figures 4-3 and 4-4 for narrowband and broadband
emissions, respectively.

3.2.3.2,2 Disconnected outer shield and twisted pairs separated. For interconnecting
control and signal leads having the outer shield disconmected, and for twisted pairs having
the pairs separated, the limits shall be developed on a case~by-case basis considering the
fatentional transmission, its specified power level, necessary information bandwidth, and
pulse rise time. Such limits must be approved by the Command or agency concerned.

) ) 4-3
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4. CEO6 (limited applicability)

4.1 CE06 applicability. This requirement is applicable for those equipment and subsystens
with antenna leads or those designed to be connected to antennas. The transmitter (key~down
mode), harmonic and spurious emission portions of this requirement are not applicable for equip-
ment and subsystems procured solely for Army use, when any of the following conditions exist:
(a) transmitter power exceeds 5 kW average, (b) the fundamental frequency of the test sample
exceeds 1.24 GHz, (c) the test sample's antenna is an integral part of the transmitter and cannot
be replaced by a suitable dummy load, or (d) for equipment and subsystems with waveguide trans-
mission lines and operating below 1.24 GHz. For cases (a) through (d) use RE03. The frequency
range of this requirement is dependent on the operating frequency of the test sample (see
MIL-STD~462). The transmitter (key-down) portion of this requirement is not applicable within
either the test sample's necessary bandwidth or + 5 percent of the fundamental frequency.

4.2 CEO6 limits. Conducted emissions in excess of the values given below shall not appear
at the test sample's antenna terminals.

4.2.1 Receivers.,
a. Narrowband emissions: 34 dB uv
b. Broadband emissions: 40 dB uV/MHz

4.2.,2 Transmitters (key-up and standby).

a. Narrowband emissions: 34 dB uv
b. Broadband emissions: 40 dB uv/MHz

4.2.3 Transwmitters (key-down mode). Harmonics, except the second and third, and all other
spurious emissions shall have peak powers 80 dB down from the power at the fundamental. The
second and third harmonics shall be suppressed by: 50 + 10 log P (where P = peak power, in watts,
at the fundamental) or 80 dB, whichever requires less suppression.

5. CEQ7

5.1 CEO7 applicability. Applications of this requirement are to be determined on a
case-by-case basis for Navy procurements for the following types of leads: AC or DC leads
which obtain power from or provide power to other equipment or subsystems.

5.2 CEO7 limits. Conducted switching spikes of less than 50 microseconds in duration
shall not exceed the following, as applicable:

a. AC leads: * 50 percent of nominal rms voltage.
b. DC leads: + 50 percent, ~150 percent of mominal line voltage.

Conducted switching spikes equal to or greater than 50 microseconds in duration shall meet the
transient requirements as specified in the individual equipment or subsystem specifications.
Spike duration is the time interval between the 50% amplitude point on the transient leading
edge and the 50% amplitude point on the transient trailing edge; high frequency ringing super-
imposed on the pulse leading or trailing edges should be ignored.

6. €S0l (limited applicability)

6.1 CSO1 applicability. This requirement is applicable to equipment and subsystem AC and
DC power leads, including grounds and neutrals, which are not grounded internally to the equipment
or subsystem. The requirement is not applicable within + 5 percent of the power frequency(ies).
For Navy procurements, this requirement may be deleted for AC leads, with the approval of the
Command or agency concerned, if no circuit within the equipment or system is more sensitive than
100 mV or better.

6.2 (€SOl limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to electromagnetic energy injected
onto its power leads less than or equal to the values on Figure 4-7. The requirement is also met
under the following condition: when the power source specified in MIL-STD-462, adjusted to
dissipate 50 watts in a 0.5 ohm load, cannot develop the required voltage at the test sample power
input terminals, and the test sanple 1s not susceptible to the output of the signal source.

1282



MIL-STD-461C

7. CS02

7.1 (CS02 applicability. This requirement is applicable to equipment and subsystem AC
and DC power leads, including grounds and neutrals which are not grounded internally to the
equipment or subsystem.

7.2 CS02 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to l-volt from a 50 ohm source.
The test signal shall be applied directly to the equipment input terminals, not through the
test sample's power line cord. The requirement is also met under the following condition:
when a l-watt source of 50 ohms impedance cannot develop the required voltage at the test
sample power input terminals, and the test sample is not susceptible to the output of the
signal source.

8. CS03 (limited applicability)

8.1 (€SO3 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test sample,
as specified in MIL-STD-462. For Army equipment and subsystems the requirement is applicable
only when specifically called out in the procurement documentation.

8.2 CS03 limits. The test sample shall not exhibit any intermodulation products from two
signals, beyond those permitted in the individual equipment or subsystem specification, when:

a. Signal generator #1 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD~462, except that when £
is in the frequency range of either 200 to 400 MHz or 2 to 25 MHz, the
generator output shall be 80 dB above the reference level, but the output
of signal generator #1 shall not exceed 10 dBm.

b. Signal generator #2 is set 66 dB above the level required to obtain the
standard refereace output, as specified in MIL-STD-462, but the generator
output level shall not exceed a power level of 10 dBm.

9. CS04 (limited applicability)

9.1 CS04 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test sample,
as specified in MIL-STD-462. For Army equipment and subsystems the requirement is applicable
only when specifically called out in the procurement documentation.

9.2 CS04 limits. The test sample shall not exhibit any undesired response when subjected
to the test signal shown on Figure 4-8.

10. CSO05 (limited applicability)

10.1 CS05 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is depeundent on the operating frequency of the test sample,
as specified in MIL-STD-462, For Army equipment and subsystems the requirement is applicable
only when specifically called out in the procurement documentation.

10.2 C€SO5 limits. The test sample shall not exhibit, due to cross modulation, any
malfunction, degradation of performance, or deviation from specified indications, beyond the
tolerances indicated in the individual equipment or subsystem specification, when subjected to
the following from signal generator #2: a signal 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462, but not to exceed a power output level
of 10 dBm.

°

11. CS06

11.1 CS06 applicability. This requirement is applicable to equipment and subsystem AC
and DC power leads, including grounds and neutrals, which are not grounded internally to the
equipment or subsystem.
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11,2 CS06 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when the test spikes having the waveform
shown on Figure 4-9 are applied to the AC and DC power input leads for a period of not less
than 1 minute at each phase position, and for a total test period not exceeding 15 minutes in
duration (in lieu of the values in MIL-STD-462). The values of E¢) and t() are given below.
The spike shall be superimposed on the powerline voltage waveform.

a. Spike #1 (Army) E] = 100 Volts; t] = 10 microseconds + 20%.
b. Spike #2 (Navy) E2 = 400 Volts; tp = 5 microseconds + 20%.
12, CS07 (limited applicability)

12.1 CS07 applicability. This requirement is applicable for receiving equipment and
subsystems which utilize squelch circuits.

12.2 CS07 limits.

12.2.1 Requirement 1. The squelch circuits shall not open when the output of a 50-ohm
impedance impulse generator, set at 90 dB UV/MHz, is applied and matched to the input terminals
of the test sample.

12.2.2 Requirement 2. The squelch circuit shall not open when two signals are applied
at the input of the test sample. One signal shall be an unmodulated RF signal at the receiver
tuned frequency, whose amplitude is two-thirds of the RF voltage used to adjust the squelch
threshold. The second signal shall be an impulse signal of 50 dB uvV/MHz.

13. CS09 (limited applicability)

13.1 CS09 applicability. This requirement is applicable to Navy equipment and subsystems
that have an operating frequeacy range of 100 kHz or less and an operating sensitivity of 1 uv
or less, such as 0.5 pV. Other applications of this requirement are to be determined on a
case-by-case basis.

13.2 CS09 limit. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to the levels shown on
Figure 4-10 across the applicable test points.

14. €S10 (limited applicability)

14.1 CS10 applicability. This electromagnetic pulse (EMP) requirement is applicable to
Navy equipment and subsystem interface pins and terminals of power leads, control leads,
signal leads, and grounds and neutrals which are not grounded internally to the equipment or
subsystem. Applications of this requirement are to be determined on a case-by-case basis.
It should be noted that if the equipment is to be installed in an intentionally unhardened
(unshielded) area, the equipment will not be adequately protected against the specified EMP.

14.2 CS10 limit. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances and recovery
times indicated in the individual equipment or subsystem specification, after being subjected
to a test signal having either the waveform and common mode current level shown on Figure 4-l11,
as determined in accordance with MIL~-STD-462.

15. CS11 (limited applicability)

15.1 CSl1l applicability. This EMP requirement is applicable to Navy equipment and
subsystems having interconnecting or intraconnecting control, signal, or power cables. It
should be noted that if the equipment is to be installed in an intentionally unhardened
(unshielded) area, the equipment will not be adequately protected against the specified EMP.
Actual cable types, sizes and configurations subjected to the specified RSO5 levels are
exempt from meeting this requirement.
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15.2 CSl11 limit. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances and recovery
times indicated in the equipment or subsystem gpecification, after being subjected to a test
signal having the waveform shown in Figure 4-12 and having a maximum bulk common mode cable
current of 10 amps, as determined in accordance with MIL-STD-462.

16. REQO! (limited applicability)

16.1 REQl applicability. This requirement is applicable for Navy equipment and sub-
systems installed in fixed or mobile grouad facilities. Other applications of this requirement
are to be determined on a case-by-case basis. When required, REOL is applicable for radiated
emissions from equipment and subsystems, cables (including control, pulse, IF, power, and
antennas traunsmission lines) and interconnecting wiring of the test sample. The requirement
applies at the fundamental frequencles and all spurious emissions, including harmonics, but
does not apply to radiation from antennas.

16.2 REOI limit. Magnetic field emissions shall not be radiated in excess of the levels
shown on Figure 4-13.

17. REO2

17.1 RE02 applicability. This requirement is applicable for radiated emissions from
equipment and subsystems, cables (including coatrol, pulse, IF, power, and antennas trans-
mission lines) and interconnecting wiring of the test sample. For narrowband, it applies at
the fundamental frequeucies and all spurious emissions, including harmonics, but does not apply
to radiation from antennas. This requirement is applicable for broadband emissions frow 14 kHz
to 1 GHz and for narrowband emissions from 14 kHz to 10 GHz.

17.2 REO2 limits. E-field emissions shall not be radiated in excess of those given in
17.2.1 and 17.2.2. Above 30 MHz, the limits shall be met for both horizontally aud vertically
polarized waves.

17.2.1 Narrowband electric field emissions. Narrowband E-field emissions shall not be
radiated in excess of the applicable limit curve showa on Figure 4-14 at the required test
distance, as specified in MIL-STD-462.

17.2.2 Broadband electric field emissions. Broadband E~field emissions from all equipment
and subsystems, including radiated switching transients resulting from (1) automatic cycling
of electronic or electrical switching circuitry, (2) actuation of push~to-talk mechanisms
(that is, keying of transmitters), or (3) maaual switching shall not be radiated in excess of
the limit curve shown on Figure 4-15 at the required test distances, as specified in MIL-STD-462.

18, REO3 (limited applicability)

18.1 REO03 applicability. This requirement is applicable for those equipment and subsystems
with antenna leads or those designed to be connected to antennas. The frequency range of this
requirement is dependent on the operating frequency of the test sample (see MIL-STD-462), The
requirement is not applicable within either the test sample's necessary bandwidth or + 5 percent
of the fundamental frequency.

18.1.1 Army procurements. This requirement is applicable for transmitting equipment and
subsystems procured solely for Army use, when any of the following conditions exist: (a) trans—
mitter power exceeds 5 kW average, (b) the fundamental frequency of the test sample exceeds
1.24 GHz, (c) the test sample's antenna is an integral part of the transmitter and cannot be
replaced by a suitable dummy load, or (d) for equipment or subsystems with waveguide transmission
lines and operating below 1.24 GHz.

18.1.2 Navy procurements. This requirement is applicable, with the approval of the
procuring activity, when the spurious emissions and harmonics cannot be determined using the
procedures ian CE06.

18.2 REO3 limit. Harmonics, except the second and third, and all other spurious
emissions shall have peak powers 80 dB down from the power at the fundamental. The second
and third harmonics shall be suppressed by: 50 + 10 log P (where P = peak power, in watts,
at the fundamental) or 80 dB, whichever requires less suppression.

4-7
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19. RSOl (limited applicability)

19.1 RSOl applicability. This requirement is applicable for Navy equipment and sub-
systems lnstalled in fixed or mobile ground facilities. Other applications of this requirement
are to be determined on a case~by-case basis. When required, RSOl is applicable to equipment
and subsystems and their associated cabling and counectors.

19.2 RSOl limit. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indicatioans, beyond the tolerances indicated in
the individual equipment or subsystem specification, when subjected to magnetic fields less
than or equal to the levels shown on Figure 4-16.

20.. RS02

20.1 RSO02 applicability. This requirement 1s applicable to equipment and systems as
indicated in 20.1.1 and 20.1.2.

20.1.1 Part I - spikes. This portion of RS02 is applicable for all NDoD activities.

20.1.2 Part II - power frequency. This requirement is applicable for equipment and
subsystems procured for Navy use. For Army equipment and subsystems, the requirement {is
applicable only when specifically called out in the procurement documentation.

20.2 RS02 limits.

20.2.1 Part I - spikes. The test sample shall not exhibit any malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances indicated inm
the individual equipment or subsystem specification, when subjected to the test spikes having
the waveform shown on Figure 4~9, The values of E() and t() are given below:

a. Spike #1 (Army) E) 100 Volts; t; 10 microseconds + 20%.

b. Spike #2 (Navy) E)

400 Volts; tp = 5 microseconds + 20%.

20.2.2 Part II - power frequency. The test sample shall not exhibit any malfunction,
degradation of performance, or deviation from specified indications, beyond the tolerances
indicated in the individual equipment or subsystem specification, when 20 amperes are applied
to the test wire at the power frequency(ies) of the test sample.

21. RSO3

21.1 RSO3 applicability. This requirement is applicable for all equipment and subsystems
between 14 kHz and 10 GHz. Above 10 GHz this requirement is not mandatory unless otherwise
required by the procuring activity.

21.2 RSO3 limits. The test sample shall not exhibit any permanent malfunction, degrada-
ticn of performance, or deviation from specified indications, beyond the tolerances indicated
in the individual equipment or subsystem specification, when subjected to the radiated electric
fields (E) specified herein. Above 30 MHz, the requirement shall be met for both horizontally
and vertically polarized waves; circular polarized waves are also acceptable. Appropriate
consideration shall be given to the operational radiated electromagnetic environment from both
friendly and hostile emitters which an equipment or subsystem may encounter during its life
cycle. Applicable portions of MIL-HDBK-235 shall be used to determine the anticipated environ-
ment. As a minimum, the following levels apply. If levels substantially higher than those
given herein are specified, modifications to the procedure in MIL-STD-462 may be required or
desirable. Such modifications are to be described in the EMI Test Plan.

4-8
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E-Field (Volts/meter)

Frequency Range Army :2:% sites All other Navy sites
14 kHz to 2 MHz 1 1 10
2 to 30 MHz 10 1 10
30 to 2000 MHz 5 1 10
2 to 10 GHz 5 1 40
Above 10 GHz 20 1 40

22. RSO5 (limited applicability)

22.1 RSO5 applicability. This requirement is intended for Navy equipment and subsystems
and is applicable when both of the following conditions exist: (a) operation of the equipment
or subsystem is essential for the success of a mission and (b) the equipment or subsystem is to
be located outside of an intentionally hardened (shielded) area. This requirement is not
applicable for equipment intended solely for use in aon-metallic ground facilities, unless
otherwise required by the procuring activity. Cables that can not be tested in accordance
with MIL-STD-462 shall meet the requirements of CS1l, and cables subjected to the specified
CSl11 levels are exempt from meeting this requirement.

22.2 RS05 limit. The test sample shall not exhibit any permanent malfunction, degrada-
tion of performance, or deviation from specified indications, beyond the tolerances and
recovery times indicated in the individual equipment ot subsystem specification, after being
subjected to a test signal having the waveform and amplitude shown on Figure 4-17.

4-9
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Limit
A
8 etet————— . ] e ———————————d
]
2L | |
516 [ ]
2|3 | I
-
= I I
. 1 !
o -
" f, t t, t

Receiver tuned frequency or band center for amplifiers.

Lowest tunable frequency of receiver band in use or the lowest frequency
of amplifier passband.

Highest tunable frequency of receiver band in use or the highest frequency
of amplifier passband.

Bandwidth between the 80 dB points of the receiver selectivity curve as defined
in the test sample's technical requirements or the control plan.

The 1imit at A is 80 dB above the input level required to produce the standard

reference output. (This limit shall not be used for amplifiers)

The limit at B shall be set as follows:

a. Receivers: O dBm applied directly to the receiver input terminals.

b. Amplifiers: The 1limit shall be as specified in the test sample's technical
requirement or control plan. If no limit is defined in the above documents,
the 0 dBm value shall be used.

FIGURE 4-8. LIMIT FOR CSO4
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Imax
Maximum Common Mode Current (Amps)

1298
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100. Ty T T tlvan =TT
0.63 MHz
10.
1 pd
16
9
01 IR ST (NN

01 R 1. 10. 100.

Frequency (MHz)

Q
IPIN (1) = n.os:MAxe SIN(2rfr)

Ipmax

whers,

IpIN (1)
PIN Current

Ipin (1) = common mode pin
current in amps

t = frequency, hertz
t+ = time, seconds
Q = decay factor

FIGURE 4-11. LIMIT FOR CS10
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lllw T vy ™TT T T v I

0.63 MHz

3

Imax
Maximum Common Mode Current (Amps)

.0t
Ot A 1 10. 100.

Frequency (MHz)

- Q
ICABLE (t) = 1.OS IMAxe SIN(27rft)

, IMAX
-
- Z
E g.:n where,
w 3 ,
o I (t) = common mode cable
2 s CABLE current in amps
3]
H E:’ f = frequency, hertz
o

t = time, seconds
Q = decay factor

FIGURE 4-12. LIMIT FOR CS11
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MIL-STD-461C

SCOPE

This part of MIL-STD-461 supplements Part 1 of the standard by defining emission and
susceptibility requirements and limits for equipment and subsystems ilntended for use in
surface ships (Class A4).

1.1 Determining requirements. Table 5-1 shall be used to determine the specific
requirements for Class A4 equipment and subsystems. The table also denotes the paragraphs
wherein the requirements and limits are defined. A "Y" entry in the table means the requirement
is applicable, and the limit shall be met using the procedures in MIL-STD-462 or the approved
EMI Test Plan. A "Y|," entry means the applicability of the requirement is limited and is
specified in the appropriate corresponding paragraph. The limit shall be met using the procedures
in MIL-STD-462 or the approved EMI Test Plan. A "T" entry means that the applicability must
be determined on a case-by-case basis and, if the requirement is to be imposed, it must be so
specified in the appropriate procurement document. When required, the limit shall be met using
the procedures in MIL-STD-462 or the approved EMI Test Plan. Absence of an entry means the
requirement is not applicable. For procurements of subsystems, such as radar, EW surveillance,
and the like, comprised of individual equipment listed in Table 5-I, the applicable emission
and susceptibility requirements for the subsystem shall be tailored by the procuring activity
based on the requirements of the individual equipment.

1.2 Exceptions for interference free electrical and electromechanical equipment. There
are electrical and electromechanical equipment which are usually interference free and for
which written approval to forego emission testing may be obtained when procured as individual
equipment. As a means of establishing whether an equipment will require testing, the equipment
manufacturer shall forward to the Command or agency concerned a complete electrical descriptioa
of the equipment and the justification to forego testing. Written approval to forego testing
must be obtained obtained from the Command or agency concerned and shall be requested as early
in the procurement cycle as possible.

1.3 Exceptions for nonessential electrical and electromechanical equipment. The foliowing
electrical and electromechanical equipment are considered nonessential and need not wmeet the
susceptibility requirements specified herein.

® Recreational equipment, such as electrical games
® Vending machines

2. CEO1

2.1 CEQl applicability. This requirement is applicable for alternating current (AC) and
direct current (DC) leads, which obtain power from other sources or provide power to other
equipment ot subsystems; grounds or neutrals, which are not grounded internally to the sub-
system or equipment being measured; and interconnecting control leads, which provide AC and DC
power from or to the test sample. The requirement is not applicable for interconnecting signal
leads such as clock, IF, audio, firing, digital, RF, and the like, unless otherwise specified
by the Command or agency concerned.

2.1.1 DC and interconnecting leads. is requirement 1s applicable for narrowband
emissions from 30 Hz to 15 kHz.

2.1.2 AC leads. This requirement is applicable for narrowband emissions from the power
frequency(ies) of the test sample to 15 kHz.

2.2 CEOl limits.

2.2.1 DC leads. Electromagnetic emissions shall not appear on DC leads in excess of the
values shown on Figure 5-1. The limits shall be met when measured with an effective bandwidth
not exceeding 75 Hz.

2.2.2 AC leads. Electromagnetic emissions shall not appear on AC leads in excess of the
values shown on the applicable limit line on Figure 5-2. The limits shall be met when measured
with an effective bandwidth not exceeding the primary power frequency plus 20% of the primary
power frequency.

) _ 5-1
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TABLE 5-1. EMISSION AND SUSCEPTIBILITY REQUIREMENTS FOR CLASS
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2.2.3 Interconnecting leads.

2.2.3.1 Connected outer shields and twisted pairs together. For interconnecting control
and signal leads having the outer shield connected, and for twisted pairs with the pairs
together, electromagnetic emissions shall not appear on the leads in excess of the values
shown on Figure 5-1. The limits shall be met when measured with an effective bandwidth not
exceeding the primary power frequency plus 20% of the primary power frequency for AC leads or
75 Hz for DC leads.

2.2.3.2 Disconnected outer shield and twisted pairs separated. For interconnecting
coantrol and signal leads having the outer shield disconnected, and for twisted palrs with the
pairs separated, the limits shall be developed on a case-by-case basis considering the
intentional transmission, its specified power level, necessary information bandwidth, and pulse
rise time. Such limits must be approved by the Command or agency concerned.

3. CEO3

3.1 CEO3 applicability. This requirement is applicable for alternating curreat (AC) and
direct current (DC) leads, which obtain power from other sources or provide power to other
equipment or subsystems; grounds or neutrals, which are not grounded internally to the subsystem
or equipment being measured; and interconnecting.control leads, which provide AC and DC power
from or to the test sample. The requirement is not applicable for interconnecting signal leads
such as clock, IF, audio, firing, digital, RF, and the like, unless othetwise specified by the
Command or agency concerned. ) T

3.2 CE03 limits.

3.2.1 DC leads. Electromagnetic emissions shall. not aﬁpear on DC leads in excess of the
values shown oan Figures 5-3 and 5-4 for narrowband and broadband emissions, respectively.

3.2.2 AC leads. Electromagnetic emissions shall not éppear on AC leads in excess of the
values shown on the applicable limit lines on Figures 5-5 and 5-6 for narrowband and broadband
emissions, respectively.

3.2.3 Interconnecting leads.

3.2.3.1 Connected outer shield and twisted pairs together. For interconnecting coatrol
and signal leads having the outer shield counected, and for twisted paitrs with the pairs
together, electromagnetic emissions shall not appear on the leads in excess of the values
shown on Figures 5-3 and 5-4 for narrowband and broadband emissions, respectively.

3.2.3.2 Disconnected outer shield and twisted pairs separated. For interconnecting
control and signal leads having the outer shield disconnected, and for twisted pairs having
the pairs separated, the limits shall be developed on a case-by-case basis considering the
intentional transmission, its specified power level, necessary information bandwidth, and
pulse rise time. Such limits must be approved by the Command or agency concerned.

4. CE06 (limited applicability)

4.1 CEO06 applicability. This requirement is applicable for those equipment and subsystems
with antenna leads or those designed to be connected to antennas. The transmitter key—-down
harmonic and spurious emission portions of this requirement may be measured using the procedures
in REO3 (in lieu of those of CE06) with the approval of the Command or agency coacerned, when
any of the following conditions exist: (a) transmitter power exceeds 5 kW average, (b) the
fundamental frequency of the test sample exceeds 1.24 GHz, (c) the test sample's antenna is an
integral part of the traosmitter and cannot be replaced by a suitable dummy load, or (d) for
equipment and subsystems with waveguide transmission lines and operating below 1.24 GHz. The
frequency range of this requirement is dependent on the operating frequency of the test sample
(see MIL-STD-462). The transmitter (key~down) portion of this requirement is not applicable
within either the test sample's necessary bandwidth or + 5 percent of the fundamental frequency.

4.2 CE06 limits. Conducted emissions in excess of the values given below shall uot appear
at the test sample's anteunna terminals.

5-3
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4.2.1 Receivers.
a. Narrowband emissions: 34 dB pv
b. Broadband emissions: 40 dB uv/MHiz

4,2.2 Transmitters (key-up and standby).

a. Narrowband emissions: 34 dB uv
b. Broadband emissions: 40 dB pV/MHz

4.2.3 Transmitters (key-down mode). Harmonics, except the second and third, and all
other spurious emissions shall have peak powers 80 dB down from the power at the fundamental.
The second and third harwonics shall be suppressed by: 50 + 10 log P (where P = peak power,
in watts, at the fundamental) or 80 dB, whichever requires less suppression.

5. €SOl ’ .

5.1 (SO0l applicability. This requirement 1is applicable to equipment and subsystem AC
and DC power leads, including grounds and neutrals which are not grounded internally to the
equipment or subsystem. The requirzment 1is not applicable within + 5 perceat of the power
frequency(ies).” For Navy procurements, this requirement may be deleted for AC leads, with the
approval of the Command or agency concerned, if no circuit within the equipment or system has
a sensitivity of 100 mV or better.

5.2 €SOl limits. The test sample shall not exhibit any.malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to electromagnetic energy
injected onto its power leads less than or equal to the values shown on Figure 5-7. The
raquirament is also met under the following condition: when the power source specified in
MIL-STD-462, adjusted to dissipate 50 watts in a 0.5 ohm load, cannot develop the required
voltage at the test sample power iaput terminals, and the test sample is not susceptible to
the output of the signal source.

6. Ccs02

6.1 CSO2 applicability. This requirement is applicable as follows: (1) equipment and
subsystem AC and DC power leads, including grounds and neutrals which are not grounded
ianternally to the equipment or subsystem and (2) for Navy procurements, interconnecting coatrol
leads which provide AC or DC power from or to the test sample.

6.2 C€S02 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to 1 volt from a 50 ohm source.
The test signal shall be applied directly to the equipment input terminals, not through the
test sample's power line cord. The requirement is also met under the following condition:
when a l-watt source of 50 ohms impedance cannot develop the required voltage at the test
sample power input terminals, and the test sample is not susceptible to the output of the
signal source. When required by the Command or agency concerned, the Centralized Control and
Monitoring Equipment or Sensors shall meet the requirements from 2 to 30 MHz, when subjected
by common mode coupling to 12.25 volts or 3 watts from a 50 ohm source; this requirement is
applicable for unshielded cables and cables with shields grounded only at one end.

7. CS03 (limited applicability)

7.1 €SO3 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, aad the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test sample
as specified in MIL-STD-462.

7.2 €S03 limits. The test sample shall not exhibit any intermodulation products from
two signals, beyond those permitted in the individual equipment or subsystem specification,
when:
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a. Signal generator #1 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462; except that when f)
is in the frequency range of either 200 to 400 MHz or 2 to 25 MHz, the
generator output shall be 80 dB above the reference level, but the output
of signal generator #1 shall not exceed 10 dBm.

b. Signal generator #2 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462, but the generator
output level shall not exceed a power level of 10 dBm.

8. CS04 (limited applicability)

8.1 CS04 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requiremeant is dependent on the operating frequency of the test
sample, as specified in MIL-STD-462.

8.2 (CS04 limits. The test sample shall not exhibit any undesired respoanse when
subjected to the test signal shown on Figure 5-8.

9. CS05 (limited applicability)

9.1 (CSO5 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test
sample, as specified in MIL-STD-462.

9.2 (CS05 limits. The test sample shall not exhibit, due to cross modulation, any
malfunction, degradation of performance, or deviation from specified indications, beyoad the
toleraaces indicated in the individual equipment or subsystem specification, when subjected
to the following from signal generator #2: a signal 66 dB above the level required to obtain
the standard refereunce output, as specified in MIL-STD-462, but not to exceed a power output
level of 10 dBm.

10. Cs06

10.1 (CS06 applicability. This requirement is applicable as follows: (1) equipment
and subsystem AC and DC power leads, including grounds and neutrals which are not grounded
internally to the equipment or subsystem and (2) for Navy procurements, interconnecting
control leads which provide AC or DC power from or to the test sample.

10.2 CS06 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when the test splke having the waveform
shown on Figure 5-9 is applied to the AC and DC power input leads for a period of not less
than 1 minute at each phase position, and for a total test period not exceeding 15 minutes in
duration (in lieu of the values in MIL-STD-462). The values of E() and t() are given below.
The spike shall be superimposed on the powerline voltage waveform.

a. Spike #1 E) = 400 Volts; t) = 5 microseconds + 20%.
11.  CS07 (limited applicability)

1i.1 CSO7 applicability. This requirement is applicable for receiving equipment and
subsystems which utilize squelch circuits.

11.2 CS07 limits. .

11.2.1 Requirement 1. The squelch circuits shall not open when the output of a 50-ohm
impedance impulse generator, set at 90 dB uV/MHz, is applied and watched to the input terminals
of the test sample.

11.2.2 Requirement 2. The squelch circuit shall not open when two signals are applied
at the input of the test sample. One signal shall be an unmodulated RF signal at the receiver
tuned frequency, whose amplitude is two-thirds of the RF voltage used to adjust the squelch
threshold. The second signal shall be an impulse signal of 50 dB pV/MHz.

5-5
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12. CS09 (limited applicability)

12.1 CS09 applicability. This requirement is applicable to equipment and subsystems
that have an operating frequency range of 100 kHz or less and an operating sensitivity of
1 uV or less, such as 0,5 uv.

12.2 CS09 limit. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to the levels less than or
equal to those on Figure 5-10 across the applicable test points.

13. CS10 (limited applicability)

13.1 CS10 applicability. This electromagnetic pulse (EMP) requirement is applicable to
Navy equipment and subsystem interface pins and terminals of power leads, control leads,
signal leads, and grounds and neutrals which are not grounded internally to the equipment or
subsystem. Applications of this requirement are to be determined on a case-by-case basis.
It should be noted that if the equipment is to be installed on an intentionally unhardened
(unshielded) ship, the equipment will not be adequately protected agaiust the specified EMP.

13.2 CS10 limit. The test sample shall not exhibit any permanent malfunction, degrada-
tion of performance, or deviation from specified indications, beyond the tolerances and
recovery times indicated in the individual equipment or subsystem specification, after being
subjected to a test signal having either the waveform and common mode current level shown on
Figure 5-11, as determined in accordance with MIL~STD-462.

14. CS11 (limited applicability)

14.1 CS1]1 applicability. This EMP requirement is applicable to Navy equipment and
subsystems having interconnecting or intraconnecting control, signal, or power cables. This
requirement is not applicable for equipment intended solely for use on wooden hull ships,
unless otherwise specified by the procuring activity. It should be noted that if the equipment
is to be installed on an unhardened (unshielded) ship, the equipment will not be adequately
protected against the specified EMP. Actual cable types, sizes and configurations subjected
to the specified RSO5 levels are exempt from meeting this requirement.

14.2 Csll limit. The test sample shall not exhibit any permanent malfunction, degrada-
tion of performance, or deviation from specified indications, beyond the tolerances and
recovery times indicated in the equipment or subsystem specification, after being subjected to
a test signal having the waveform shown in Figure 5-12 and having a maximum bulk common mode
cable current of 10 amps, as determined in accordance with MIL-STD-462.

15. REOl

15.1 REOl applicability. This requirement is applicable for radiated emissions from
equipment and subsystews, cables (including control, pulse, IF, power, and antennas trans—
mission lines) and interconnecting wiring of the test sample. The requirement applies at the
fundamental frequencies and all spurious emissions, including harmonics, but does not apply to
radiation from antennas.

15.2 REQ]l limit. Magnetic field emissions shall not be radiated in excess of the levels
shown on Figure 5-13. If the requirement cannot be met even with equipment wodifications,
the magnetic field level-versus—distance falloffs shall be determined, and the data submitted
in the EMI Test Report.

16. REQ2

16.1 REO2 applicability. This requirement is applicable for radiated emissions from
equipment and subsystems, cables (including control, pulse, IF, power, and antennas trans—
mission lines) and interconnecting wiring of the test sample. For narrowband, it applies at
the fundamental frequencies and all spurious emissions, including harmonics, but does not
apply to radiation from antennas. This requirement is applicable for broadband emissions
from 14 kHz to 1 GHz and for narrowband emissions from 14 kHz to 10 GHz, except as noted below:

a. For sonar equipment, narrowband and broadband emission requirements
are applicable up to 75 MHz. :

b. For electrical equipment, narrowband and broadband emission require-
- ments are applicable up to 400 MHz.

5-6
1314 B-10



MIL-STD-461C

16.2 REO02 limits. E-field emissions shall not be radiated in excess of those given in
16.2.1 and 16.2.2. Above 30 MHz, the limits shall be met for both horizontally and vertically
polarized waves.

16.2.1 Narrowband electric field emissions. Narrowband E-field emissions shall not be
radiated in excess of the applicable limit curve shown on Figure 5-14 at the required test
distance, as specified in MIL-STD-462.

16.2.2 Broadband electric field emissions. Broadband E-field emissions from all
equipment and subsystems, including radiated switching transients resulting from (a) automatic
cycling of electronic or electrical switching circuitry, (b) actuation of push-to-talk
mechanisms (that is, keying of transmitters), or (c) manual switching shall not be radiated
in excess of the applicable limit curve shown on Figure 5-15 at the required test distances,
as gpecified in MIL-STD-462.

17. REO3 (limited applicability)

17.1 REO3 applicability. This requirement is applicable, with the approval of the
procuring activity, when the spurious emissions and harmonics cannot be determined using the
procedures of CE06. The frequency range of this requirement is dependent on the operating
frequency of the test sample (see MIL-STD-462). The requirement is not applicable within
either the test sample's necessary bandwidth or + 5 percent of the fundamental frequency.

17.2 REO3 limit. Harmonics, except the second and third, and all other spurious
emissions shall have peak powers 80 dB down from the power at the fundamental. The second
and third harmonics shall be suppressed by: 50 + 10 log P (where P = peak powevr, in watts,
at the fundamental) or 80 dB, whichever requires less suppression.

18. RSOl

18.1 RSOl applicability. This requirement applies to equipment and subsystems and
their associated cabling and connectors.

18.2 RSOl limits. The test sample shall not exhibit any permanent malfunction,
degradation of performance, or deviation from specified indications, beyond the tolerances
indicated in the individual equipment or subsystem specification, when subjected to magnetic
fields less than or equal to the limit curve shown on Figure 5-16.

19. Rs02

19.1 RS02 applicability. Parts I and II of this requirement are applicable to equipment
and subsystems procured for use on surface ships.

19.2 RS02 limits.

19.2.1 Part I - spikes. The test sample shall not exhibit any malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances indicated
in the individual equipment or subsystem specification, when subjected to the test spikes
.having the waveform shown on Figure 5-9. The values of E¢) and t() are given below:

a. Spike #1 E} = 400 Volts; t) = 5 microseconds + 20%.

19.2.2 Part 1I - power frequency. The test sample shall not exhibit any malfuaction,
degradation of performance, or deviation from specified indications, beyond the tolerances
indicated in the individual equipment or subsystem specification, when 20 amperes are applied
to the test wire at the power frequency(ies) of the test sample.

20.  RS03

20.1 RSO3 applicability. This requirewent is applicable from 14 kHz and 10 GHz, plus
at all intentionally generated frequencies between 10 and 40 GHz of any known intentional
emitter located on the ship.

. 5-7
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20.2 RSO3 limits. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indicatiomns, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to the radiated electric fields
(E) less than or equal to those specified herein. Above 30 MHz, the requirement shall be met for
both horizontally and vertically polarized waves; circular polarized waves are also acceptable.
Appropriate consideration shall be given to the operational radiated electromagnetic environment
from both friendly and hostile emitters which an equipment or subsystem may encounter during its
life cycle. Applicable portions of MIL-HDBK-235 shall be used to determine the anticipated
environment. As a minimum, the following levels apply. If levels substantially higher than

those given herein are specified, modifications to the procedure in MIL-STD-462 may be required.
Such modifications are to be described in the EMI Test Plan.

E-field level (Volts/meter at anticipated
location of equipment or subsystem)
Frequency BELOW DECKS ABOVE DECKS
METALLIC NON-METALLIC Areas exposed to the
HULLS HULLS weather, all surface
ships
14 kHz to 10 GHz 10 50 200
Above 10 GHz 10 50 200

2l. RSO5 (limited applicability)

21.1 RSO5 applicability. This requirement is intended for Navy equipment and subsystems
and is applicable when both of the following conditions exist: (a) operation of the equipment
or subsystem is essential for the success of a mission and (b) the equipment or subsystem 1is
to be located in areas exposed to the weather; i.e., above decks on intentionally hardened
(shielded) ships. This requirement is not applicable for equipment intended solely for use on
wooden hull ships, unless otherwise specified by the procuring activity. Cables that can not
be tested in accordance with MIL-STD—462 shall meet the requirements of CS1ll and cables subjected
to the specified CSl1 levels are exempt from meeting this requirement.

21.2 RS05 limit. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances and recovery
times indicated in the individual equipment or subsystem specification, after being subjected
to a test signal having the waveform and amplitude shown on Figure 5-17.

5-8
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Limit
A
Bi—-—-—-—-——
]
- fa— W —>]
bl b ! !
S|° | l
3z | |
SIS | |
| |
2 1 1
0 L -
fl fo f2 t

Receiver tuned frequency or band center for amplifiers.

Lowest tunable frequency of receiver band in use or the lowest frequency
of amplifier passband.

Highest tunable frequency of receiver band in use or the highest frequency
of amplifier passband.

Bandwidth between the 80 dB points of the receiver selectivity curve as defined
in the test sample's technical requirements or the control plan.

The 1limit at A is 80 dB above the input level required to produce the standard
reference output. (This limit shall not be used for amplifiers)

The limit at B shall be set as follows:

a. Receivers: O dBm applied directly to the receiver input terminals.

b. Amplifiers: The limit shall be as specified in the test sample's technical

requirement or control plan. If no limit is defined in the above documents,
the 0 dBm value shall be used.

FIGURE 5-8. LIMIT FOR CSO4
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Imax
Maximum Common Mode Current (Amps)
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f = frequency, hertz
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Q = decay factor

FIGURE 5-11. LIMIT FOR CS10
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Maximum Common Mode Current (Amps)
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FIGURE 5-12. LIMIT FOR CS11
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1. SCOPE

This part of MIL-STD~461 supplements Part 1 of the standard by defining emission and
susceptibility requirements and limits for equipment aund subsystems intended for use in
submarines (Class A5).

1.1 Determining requirements. Table 6-I shall be used to determine the specific
requirements for class A5 equipment and subsystems. The table also denotes the paragraphs
wherein the requirements and limits are defined. A "Y" entry in the table means the require-
ment is applicable, and the limit shall be met using the procedures in MIL-STD-462 or the
approved EMI Test Plan. A "Y;” entry means the applicability of the requirement is limited
and is specified in the appropriate corresponding paragraph. The limit shall be met using
the procedures in MIL-STD-462 or the approved EMI Test Plan. A "T" entry means that the
applicability must be determined on a case-by-case basis and, if the requirement is to be
imposed, it must be so specified in the appropriate procurement document. When required,
the limit shall be met using the procedures in MIL-STD-462 or the approved EMI Test Plan.
Absence of an eatry means the requirement is not applicable. For procurements of subsystems,
such as radar, EW surveillance, and the like, comprised of individual equipment listed in
Table 6-I, the applicable emission and susceptibility requirements for the subsystem shall
be tailored by the procuring activity based on the requirements of the individual equipment.

1.2 Exceptions for interference free equipment. There are electrical and electro~-
mechanical equipment which are usually interference free and for which written approval to
forego emission testing may be obtained when procured as individual equipment. As a means of
establishing whether an equipment will require testing, the equipment manufacturer shall
forward to the Command or agency concerned a complete electrical description of the equipment
and the justification to forego testing. Writtem approval to forego testing must be obtained
from the Command or agency concerned and shall be requested as early in the procurement
cycle as possible.

1.3 Exceptions for nonessential electrical and electromechanical equipment. The following
electrical and electromechanical equipment are considered nonessential and need not meet the
susceptibility requirements specified herein.

® Recreational equipment, such as electrical games
& Vending machines

2. CEOl

2.1 CEOl applicability. This requirement is applicable for alternating curreant (AC) and
direct current (DC) leads, which obtain power from other sources or provide power to other
equipment or subsystems; grounds or neutrals, which are not grounded internally to the subsystem
or equipment being measured; and interconnecting control leads, which provide AC and DC power
from or to the test sample. The requirement is not applicable for interconnecting signal leads
such as clock, IF, audio, firing, digital, RF, and the like, unless otherwise specified by the
Command or agency concerned.

2.1.1 DC and interconnecting leads. This requirement is applicable for mnarrowband
emissions from 30 Hz to 15 kHz.,

2.1.2 AC leads. This requirement is applicable for narrowband emissions from the power
frequency(ies) of the test sample to 15 kHz.

2,2 CEOl] limits.

2.2.1 DC leads. Electromagnetic emissions shall not appear on DC leads in excess of the
values shown on Figure 6-1. The following limits shall be wmet when measured with an effective
bandwidth not exceeding 75 Hz.

2.2.2 AC leads. Electromagnetic emissions shall not appear on AC leads in excess of the
values shown on the applicable limit line on Figure 6-2. The limits shall be met when measured
with an effective bandwidth not exceeding the primary power frequency plus 20% of the primary
power frequency.

6-1
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TABLE 6-1. EMISSION AND SUSCEPTIBILITY REQUIREMENTS FOR CLASS

1339

A5 EQUIPMENT AND SUBSYSTEMS

MIL-STD-461C

ydesdesey siqeaddy

Uessy PaISIT 10N IO 1Y

stooy
puey >Jx3d0ay3 ATqwI20g

3Ll PITOS
y3ym juamdynby ted1I3D213

23RS PTYOS INOYITM
uawdynb3 tedI23Id9Ty

siosuag
puy jusmdynby Suyioiyuoy
pPuy 1013u0) pazITeRIIVI)

s30TA3Q Buyrreil/pesol

0MALQ MuOS

SATTSSTH

ssuoydeje )

$INANQ JuosER N
SQLS Aduenbesy/swn)
wswdinb3y 158}
OIydUAS/OAIeS

agms auoydeey

2BX0G UOHINIUDY) BUININIMS
uonaung teubis sn1edey

wewdinb3 arydesbojouy
wawdinby jenbg
sAmdng ensip
sispiodey
siajumedArsie)
aueping {musu)
SRUUBIU Y /SIOTUSS
soddng Jemog
sucaeeg

siapuodsues}l

saAeQ Yi

sed1A0Q 1e3R]
siaxajdainy
siaimnpoy
OIPNRY/18may “iepidwy
Jseedey

wepoyy

woqdnw J/wo3inu}
£3d09§TIVd
Pauniuf pue peuny “seyndwy
SIANoNNY SUUNVY
saawsues )

ss0a020y

B3184sqns/JuandInb
2¥3¥>3dg

Juamaaynbay

~ .- werw 2T NDTtoer @ 28
> ¥ > + > SR R N i
O LHVd 40 SINIW3HIND3IY HLIM AWWOD
> > > - ' > = e > > >
> > >
> - = > Fe > > > > >
> > F = > < e F > > > ¥
> > - > e ¥ > > > >
> > > = ¥ > ¥ ok 2 - > ¥
> > > - > > > > > > >
> > > - > P Y>> > > >
> > > - > e > > - > >
> > > = > ' > > > > >
> > > - > Se o > > > >
> > > - > > > > > > >
> - > > > >
> > >+ > e > s > > >
> > > - > e o> > = > >
> > > > >"o-;>>-' - > >
> > > = > > > E RGP > > >
> > > - > >"b>‘>> > > >
> > > = > S > > >
> > > = = - > P > > >
> > > - > e 2> > > > >
> = > > - > Y e x> ¥ > >
> > ¥ > > . > > e > > ¥ s >
> > > - > e > > > > >
> > > = > e X > > >
> > > - > e X > > > > >
> > > - > e > > > > >
> > > > = > > e ¥ > » > >
> > > - > e > > > > >
> > > - > e ¥y > > > >
> > > > = > » > > > > > >
> > ¥ > b o = > P EC O > > > ¥
> > > > Y > > > >
> > >k o= e > Y e 3> > > >
> > > > - > Sk > ¥ x>
> » >k > > > > 5 ¥ ¥ > > >
P
588 FEEREBBSEEEED 33
o x

- 4




MIL-STD-461C

2.2.3 Interconnecting leads.

2.2.3.1 Connected outer shield and twisted pairs together. For interconnecting control
and signal leads having the outer shield connected, and for twisted pairs with the pairs
together, electromagnetic emissions shall not appear on the leads in excess of the values
shown on Figure 6~1. The limits shall be met when measured with an effective bandwidth not
exceeding the primary power frequency plus 20% of the primary power frequency for AC leads or
75 Hz for DC leads.

2.2.3.2 Disconnected outer shield and twisted pairs separated. For interconnecting
control and signal leads having the outer shield disconnected, and for twisted pairs having
the pairs separated, the limits shall be developed on a case-by-case basis considering the
intentional transmission, its specified power level, necessary information bandwidth, and
pulse rise time. Such limits must be approved by the Command or agency concerned.

3. CEO3

3.1 CEO3 applicability. This requirement is applicable for alternating current (AC) and
direct current (DC) leads, which obtain power from other sources or provide power to other
equipment or subsystems; grounds or neutrals, which are not grounded internally to the sub-
system or equipment being measured; and interconnecting control leads, which provide AC and DC
power from or to the test sample. The requirement is not applicable for interconnecting
signal leads such as clock, IF, audio, firing, digital, RF, and the like, unless otherwise
specified by the Command or agency concerned.

3.2 CEO3 limits.

3.2.1 DOC leads. Electromagnetic emissions shall not appear on DC leads iu excess of the
values shown on Figures 6-3 and 6-4 for narrowband and broadband emissions, respectively.

3.2.2 AC leads. FElectromagnetic emissions shall not appear on AC leads iu excess of the
values shown on Figures 6~5 and 6-6 for narrowband and broadband emissions, respectively,

3.2.3 Interconnecting leads.

3.2.3.1 Connected outer shield and twisted pairs together. For interconnecting control
and signal leads having the outer shield coanected, and for twisted pairs with the pairs
together, electromagnetic emissions shall not appear on the leads in excess of the values
shown on Figures 6-3 and 6~4 for narrowband and broadband emissions, respectively.

3.2.3.2 Disconnected outer shield and twisted pairs separated. For interconnect ing
control and signal leads having the outer shield disconnected, and for twisted pairs having
the pairs separated, the limits shall be developed on a case-by-case basis considering the
intentional transmission, its specified power level, necessary information bandwidth, aand
pulse rise time. Such limits must be approved by the Command or agency concerned.

4. CEO6 (limited applicability)

4.1 CE06 applicability. This requirement is applicable for those equipment and subsystems
with antenna leads or those designed to be connected to antennas. The transmitter key~-down
harmonic and spurious emission portions of this requirement may be measured using the procedures
in REO3 (in lieu of those of CE06) with the approval of the Command or agency concerned, when
any of the following conditions exist: (a) transmitter power exceeds 5 kW average, (b) the
fundamental frequency of the test sample exceeds 1.24 GHz, (c) the test sample's antenna is an
integral part of the trausmitter and cannot be replaced by a suitable dummy load, or (d) for
equipment and subsystems with waveguide transmission lines and operating below 1.24 GHz. The
frequency range of this requirsment is dependent on the operating frequency of the test sample
(see MIL-STD-462). The transmitter (key-down) portion of this requirement 1s not applicable
within either the test sample's necessary bandwidth or + 5 percent of the fundamental frequency.

4.2 CE06 limits. Coanducted emissions in excess of the values given below shall not
appear at the test sample's antenna terminals.

4.2.1 Receivers.
a., Narrowband emissions: 34 dB uV

b. Broadband emissions: 40 dB yV/MHz

6-3
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4.2.2 Transmitters (key-up and standby).

a. Narrowband emissions: 34 dB uv
b. Broadband emissions: 40 dB uvV/MHz

4.2.3 Transmitters (key-down mode). Harmonics, except the second and third, and all
other spurious emissions shall have peak powers 80 dB down from the power at the fundamental.
The second and third harmonics shall be suppressed by: 50 + 10 log P (where P = peak power,
in watts, at the fundamental) or 80 dB, whichever requires less suppression.

5. CsO1

5.1 CSOl applicability. This requirement is applicable to equipment and subsystem AC
and DC power leads, including grounds and neutrals which are not grounded internally to the
equipment or subsystem. The requirement is not applicable within + 5 perceat of the power
frequency(ies). This requirement may be deleted for AC leads, with the approval of the Command
or agency concerned, if no circuit within the equipment or system has a sensitivity of 100 mV
or better.

5.2 CSOl limits. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to electromagnetic energy
injected onto its power leads less than or equal to the values shown in Figure 6-7. The require-
ment is also met under the following condition: when the power source specified in MIL-STD-462,
adjusted to dissipate 50 watts im.a 0.5 ohm load, cannot develop the required voltage at the
test sample power input terminals, and the test sample is not susceptible to the output of the
signal source.

6. CS02 (limited applicability)

6.1 CS02 applicability. Applications of this requirement are to be determined on a
case-by—-case basis. When specified, this requirement is applicable to equipment and subsystem
AC and DC power leads, including grounds and neutrals which are not grounded internally to the
equipment or subsystem.

6.2 CS02 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to l-volt from a 50 ohm source.
The test signal shall be applied directly to the equipment input terminals, not through the
test sample's power line cord. The requirement is also met under the following condition:
when a l-watt source of 50 ohms impedance cannot develop the required voltage at the test
sample power input terminals, and the test sample is not susceptible to the output of the
signal source.

7. CS03 (limited applicability)

7.1 CS03 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test sample,
as specified in MIL-STD-462.

7.2 CS03 limits. The test sample shall not exhibit any intermodulation products from two
signals, beyond those permitted in the individual equipment or subsystem specification, when:

a. Signal generator #1 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462; except that when f)
is in the frequency range of either 200 to 400 MHz or 2 to 25 MHz, the
generator output shall be 80 dB above the reference level, but the output
of the signal generator shall not exceed 10 dBm.

b. Signal generator #2 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462, but the generator
level shall not exceed a power level of 10 dBm.

6—4
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8. C504 (limited applicability)

8.1 (S04 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test sample,
as specified in MIL-STD-462.

8.2 (S04 limits. The test sample shall not exhibit any undesired response when subjected
to the test signal shown on Figure 6-8.

9. CS05 (limited applicability)

9.1 CS05 applicability. This requirement is applicable to receiving equipment and
subsystems, such as receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test sample,
as specified in MIL-STD-462.

9.2 CS05 limits. The test sample shall not exhibit, due to cross modulation, any
malfunction, degradation of performance, or deviation from specified indications, beyond the
tolerances indicated in the individual equipment or subsystem specification, when subjected
to the following from signal generator #2: a signal 66 dB above the level required to obtain
the standard reference output, as specified in MIL-STD=462, but not to exceed a power output
level of 10 dBm.

10. Cs06
10.1 CS06 applicability. This requirement is applicable to equipment and subsystem AC

and DC power leads, including grounds and neutrals which are not grounded internally to the
equipment or subsystem.

10.2 (CS06 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when the test spike having the waveform
shown on Figure 6-9 is applied to the AC and DC power input leads for a period of not less
than 1 minute at each phase position and for a total test period not exceeding 15 minutes in
duration (in lieu of the values in MIL-STD-462). The values of E¢) and t() are given below.
The spike shall be superimposed on the powerline voltage waveform.

a. Spike #1 Ej = 400 Volts; t) = 5 microseconds + 20%.
11. Cs07 (limited applicability)

11.1 (CS07 applicability. This requirement is applicable for receiving equipment and
subsystems which utilize squelch circuits.

11.2 €S07 limits.

11.2.1 Requirement 1. The squelch circuits shall not open when the output of a 50-ohm
impedance impulse generator, set at 90 dB pV/MHz, i{s applied and matched to the input terminals
of the test sample.

11.2.2 Requirement 2. The squelch circuit shall not open when two signals are applied
at the input of the test sample. Ome signal shall be an unmodulated RF signal at the receiver
tuned frequency, whose amplitude is two-thirds of the RF voltage used to adjust the squelch
threshold. The second signal shall be an impulse signal of 50 dB uv/Miz.

12,  Cs09 (limited applicability)
12.1 CS09 applicability. This requirement is applicable to equipment and subsystems

that have an operating frequency range of 100 kHz or less and an operating sensitivity of 1 pv
or less, such as 0.5 uv.

12.2 CS09 limit. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to the levels less than or
equal to those shown on Figure 6-10 across the applicable test points.

6-~5
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*13. CS10 (limited applicability)

13.1 CS10 applicability. This electromagnetic pulse (EMP) requirement is applicable to
Navy equipment and subsystem interface pins and terminals of leads, including grounds and
neutrals, connected to towed buoys, trailing devices, and periscopes. Applications of this
requirement are to be determined on a case-by-case basis.

13.2 CS10 limit. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances and recovery
times indicated in the individual equipment otr subsystem specification, after being subjected
to a test signal having either the waveform and common mode current level shown on Figure 6-11,
as determined in accordance with MIL-STD-462.

14. CSi1 (limited applicability)

14.1 CS11 applicability. This EMP requirement is applicable to Navy equipment and sub-
systems having interconnecting or intraconnecting control, signal, or power cables connected
to towed/trailing devices and periscopes. Actual cable types, sizes and configurations
subjected to the specified RS05 levels are exempt from meeting this requirement,

14.2 CS11 limit. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances and recovery
times indicated in the equipment or subsystem specification, after being subjected to a test
signal having the waveform shown in Figure 6-12 and having a waximum bulk common mode cable
curreat of 10 amps, as determined in accordance with MIL-STD-462.

15. REOl

15.1 REQl applicability. This requirement is applicable for radiated emissions from
equipment and subsystems, cables (including control, pulse, IF, power, and antennas trans-—
mission lines) and interconnecting wiring of the test sample. The requirement applies at the
fundamental frequencies and all spurious emissions, including hatmonics, but does not apply to
radiation from antennas.

15.2 REO]l limit. Magnetic field emissions shall not be radiated in excess of the levels
shown on Figure 6-13. T1If the requirement caunot be met even with equipment modifications,
the magnetic field level-versus—distance falloffs shall be determined, and the data submitted
in the EMI Test Report.

16. REO2

16.1 REQ2 applicability. This requirement is applicable for radiated emissions from
equipment and subsystems, cables (including control, pulse, IF, power, and antennas trans—
mission lines) and interconnecting wiring of the test sample. For narrowband, it applies at
the fundamental frequeuncles and all spurious emissions, including harmonics, but does not
apply to radiation from antennas. This requirement is applicable from 14 kHz to 1 GHz, except
as noted below:

a. For sonar equipment, narrowband and broadband emission requirements
are applicable up to 75 MHz.

b. For electrical equipment, narrowband and broadband emission require-
ments are applicable up to 400 MHz.

16.2 REO2 limits. E-field emissions shall not be radiated in excess of those given in
16.2.1 and 16.2.2. Above 30 MHz, the limits shall be met for both horizontally and vertically
polarized waves.,

16.2.1 Narrowband electric field emissions. Narrowband E-field emissions shall not be
radiated in excess of the limit curve shown on Figure 6-14 at the required test distaunce, as
specified in MIL-STD-462.

16.2.2 Broadband electric field emissions. Broadband E-field emissions from all
equipment and subsystems, including radiated switching transients resulting from: (1)
automatic cyecling of electronic or electrical switching circuitry, (2) actuation of push—
to-talk mechanisms (that is, keying of transmitters), or (3) manual switching shall not be
radiated in excess of the limit curve shown on Figure 6-15 at the required test distances,
as specified in MIL-STD-462.

6-6
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17. REO03 (limited applicability)

17.1 REO3 applicability. This requirement is applicable, with the approval of the
procuring activity, when the spurious emissions and harmonics cannot be determined using the
procedures of CE06. The frequency range of this requirement 1is dependent on the operating
frequency of the test sample (see MIL-STD~462). The requirement is not applicable within
either the test sample's necessary bandwidth or + 5 percent of the fundamental frequency.

17.2 REQO3 1imit. Harmonics, except the second and third, and all other spurious
emissions shall have peak powers 80 dB down from the power at the fundamental. The second
and third harwonics shall be suppressed by: 50 + 10 log P (where P = peak power, in watts,
at the fundamental) or 80 dB, whichever requires less suppression.

18. RSOl

18.1 RSOl applicability. This requirement applies to equipment and subsystems and their
agssociated cabling and connectors.

18,2 RS0l limit. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to magnetic fields less than
or equal to the limit curve shown on Figure 6-16.

19. RS02

19.1 RS02 applicability. Parts I and II of this requiremeant are applicable for AC and
DC equipment and subsystems procured for use on submarines.

19.2 RS02 limits.

19.2.1 Part I - spikes. The test sample shall not exhibit any malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances indicated in
the individual equipment or subsystem specification, when subjected to the test spike having
the waveform shown on Figure 6-9. The values of E() and t() are given below:

a. Spike #1 E) = 400 Volts; t) = 5 microseconds + 20%.

19.2.2 Part II - power frequency. The test sample shall aot exhibit any malfunction,
degradation of performance, or deviation from specified indications, beyond the tolerances
indicated in the individual equipment or subsystem specification, when 20 amperes are applied
to the test wire at 60 and 400 Hz.

20. RSO3

20.1 RSO3 applicability. This requirement is applicable for all equipment and subsystems
between 14 kHz and 1 GHz. Above 1 GHz, this requirement is not mandatory unless otherwise
required by the procuring activity.

20.2 RS03 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances iandicated in the
individual equipment or subsystem specification, when subjected to the radiated electric
field less than or equal to those specified herein. Above 30 MHz, the requirement shall be
met for both horizontally and vertically polarized waves; circular polarized waves are also
acceptable. Appropriate consideration shall be given to the operational radiated electro-
magnetic environment from both friendly and hostile emitters which an equipment or subsystem
may encounter during its life cycle. Applicable portions of MIL-HDBK~235 shall be used to
determine the anticipated environment. As a minimum, equipment and subsystems are to meet this
requirement when subjected to a field of 1 volt/meter from 14 kHz to 1 GHz. If levels comparable
to those in MIL-HDBK-235 are specified, modifications to the procedure in MIL~STD-462 may be
required. Such modifications are to be described in the EMI Test Plan.

o 67
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21. RSO5 (limited applicability)

21.1 RS05 applicability. This EMP requirement is intended for Navy equipment and
subsystems and is applicable when both of the following conditions exist: (a) operation of
the equipment or subsystem is essential for the success of a mission and (b) the equipment or
subsystem is intended to be operated external to the hull of a submarine, includiag periscopes.
Cables that can not be tested in accordance with MIL-STD-462 shall meet the requirements of
CSl1, and cables subjected to the specified CSl1 levels are exempt from meeting this
requirement.

21.2 RSO5 1limit. The test sample shall not exhibit any permanent malfunction, degradation
of performance, or deviation from specified indications, beyond the tolerances and recovery
times indicated in the individual equipment or subsystem specification, after being subjected
to a test signal having the waveform and amplitude shown in Figure 6-17.
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fo = Recelver tuned frequency or band center for amplifiers.

f1 = Lowest tunable frequency of receiver band in use or the lowest frequency
of amplifier passband.

fo = Highest tunable frequency of receiver band in use or the highest frequency
of amplifier passband.

W = Bandwidth between the 80 dB points of the receiver selectivity curve as defined
in the test sample's technical requirements or the control plan.

Limits:
1. The limit at A is 80 dB above the input level required to produce the standard
reference output. (This limit shall not be used for amplifiers)
2. The limit at B shall be set as follows:

a. Receivers: O dBm applied directly to the receiver input terminals.

b. Amplifiers: The limit shall be as specified in the test sample's technical
requirement or control plan. If no limit is defined in the above documents,
the 0 dBm value shall be used.

FIGURE 6-8. LIMIT FOR CSO4
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Maximum Common Mode Current (Amps)

MIL-STD-461C
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f = frequency, hertz
t+ = time, seconds
Q = decay factor

FIGURE 6-11. LIMIT FOR CS10

6-19
1356 £-10



Imax

MIL-STD-461C

100. T 1.1 RN ™7 T Tty v rrrn
M
c
E 0.63 MHz
<
§ 10.
5
5]
S
2 Z
c
o
£
C 16
© 1
£ .
S
E
>
©
2
.01 4t rwnd Ly Lt o1
Ot R 1. 10. 100.
Frequency (MHz)
_mht
1 () =105I...€ 2 siNn(2w#)
CABLE MAX
IMAX
-
-
S ‘&, where,
w S
o I (t) = common mode cable
g w CABLE current in amps
|
] 2 f = frequency, hertz
o

1357

FIGURE 6-12. LIMIT FOR CS11

6-20
€11

t = time, seconds
Q = decay factor



MIL-STD-461C

a

1034 HOd4 LINIM "€1-9 3HNDI4

%00t 0L A . oot o

T ﬁ ]

,-T..H M (2H) AON3NO3Y ! e

FH T I 1113 i I aT il aRaNE
: | i 0S

_ ™ |

—_ ! .,:. 1T xx T om
T H- * oL
i 08

06

ool

OiL

T
:
]

7
D|S94001d | 9AOQD Qp

- i : i LJ. HH oel
HayaEny | IINNNNY I iasyAnN ” RS
| o€l
1 - HH
ovi

N
_ T ]
I 1T LA 1444
s ] 4
H = B .._ H -4 HiH
iSRRI AR R I SRR EERR IR IR :
[ T I T i “ “_.__.. } ) ldadn ¢ o & - ~ -
S8~ ¥ v v L ~ -
U I N R R R | i 1] ]
m’.wl.l.‘ L ~ -

£=-12

6-21

1358



SNOISSING ANVEMOHHVN 2034 HOd4 LINIT ‘v1-9 3HNOIA

0001 oot oL i 1o 10°0

MIL-STD-461C

! T (zHW) AON3NO3YS §f !

i T i it
._” _". ! i-.-l BENNM ., .,. " I A A ON
i [ 110 1 ..r“ i
i iy
i 31 H 1t Lu. _
. HHH ! rnv_‘ l-. om
i . i 2
; 1] T I .
T i T 1]
" h f i Ht An i ..HT ¢ 8! T )
: : 1 i “ - ov S H
A 1y i _ i o
s i A e _ 3 |
: | e 3 0s
3 i i I~ il [l AT A [1}]
ol ; m asan i i _ HH
e : H it _ q Tt
uu o alght | _ H ! I i i Tl ! 1iji
W,. : ~. g : - e T _ _ T Il om
. il HH B _ i HH B H
ni e : ; T f Yl
i H TERRE IR ) B
el L 1 a ,,_. h = |-
Ffii SNOISSING GNVEMOYYYN i (RS el T T _ _
aan 2034 ¥O4 LI HEII T e e _ pliae i :
Bl y1-9 M4N9I4 il 11t it o
. [ i AR H i ¢
g HpR g R i il ! -
AR Vol R A SIS N A e dd ¢ 4 W -
] "~ - - ~ . -
AR oy e d d & 4 e
[ ] | ] - - ~ -
om0 WV ¢ " o~




MIL-STD-461C

SNOISSIW3 ANVEaVYO0UHg 2034 HO4 LINIT "S1-9 34NDId

10’0

0001 oot ot I

] W T
I i | _ .ﬁ- | i g ‘_: E“
_ [ d ~ i H1 L+ 4
_ il i
! _ i i il il RN 0s
! _ _ i1 _ _* M "gp 02 Aq pexpjes eq ||oys juewdinbe _,
Hilk 1091440010 Joj ywi) oyl :s310N |||}]]:
s H i li
i ! . I ; 09
I : i Wi _3_ 1 !
B _ R
f l 1 il i 1{
» | ....L i _ ; | i
f S e I ,__ -+ - ON
n i i | &
._ r_.» _ﬁ _m __ __ _m_ v.l “ma
IR i m | ; w
_ 3|1t
_ _ | , } S [ o8
,_ i 1%
3 i __ i H.
f __ _ _ L..:... il i R
: _ i . 086
_ ;_ Ll )
i i i
: HE \ m
,_ SNOISSINI ONveqvoug | “. T i |
: 2034 ¥04 LINN TR , - ML o N oot
i S1-9 3uN9I4 AN FRERER N L i i
| i m W 11 i 1 G il L dltifithta T
ISP R A

E-14

6-23

1360



1OSH HO4 1INIT "91-9 3HNOIL

MTIL-STV-461C

D|S93091d | 9AOQD gp

: —

> o e

———

o o e o e

[0SY¥ HO4 LIWI
91-9 3uN9I4

=
S_——
1.

“~___
b I
[
h P
| N
8___
7o
6.
2o

0S

09

oL

08

06

oot

out

oct

ogt

ovt
oSt

o9t

6-24
-1

1361



o
2

1

M1,-STN-4

SOSH HOd 1INIT °Z1-9 3HNOI4

g-oLress= g-0LxoE=

g-0Ns =

1Y ~te Py l'_lln .JI'—

‘038 NI 3WILTvd:= h
‘035 NI H1QIM 3SNd NOLLvaNng = P4

"'93S NI 3WIL3SIH =
H3IL3IW/LI0A0TN NI HLON3YLS 01314:°3

o]

0e

€

014

1

ov

"3 4

oS

H3L3N /AN

6-25/6-26

1362

2



(g sse[)) seaay punoiy
1E9F112D-UON Uy pajlelisu] swalisdsqug pue
juawdynby 3aoddng 10 Laeyyyouy 7 Jaeyq

F~3

1363



Part 7

Paragraph

1364

o 00 oo
L ]

[ - - ) [V NV, N ]
. v .

~EN N
LY

MIL-STD-461C

CONTENTS

SCOPE

Determining requirements

Air Force and Navy procurements
Army procurements

CE03

CEO3 applicability

CEO3 limits

DC and interconnecting control leads
AC leads

Air Force procurements

Navy procurements

Interconnecting signal leads

CEQ6 (limited applicability)

CEO6 applicability

CEO6 limits

Receivers

Transmitters (key-up and standby)
Transmitters (key—down mode)

CE07 (limited applicability)
CEO7 applicability
CEO7 limits

CS501 (limited applicability)
CsS0l1 applicability
CS0l limits

CS02 (limited applicability)
CS02 applicability
CS02 limits

CS03 (limited applicability)
CS03 applicability
CS03 limits

CS04 (limited applicability)
CS04 applicability
CS04 limits

CS05 (limited applicability)
CS05 applicability
CS05 limits

CS06
CS06 applicability
CS06 limits

RE02 R

REO2 applicability

REO2 limits

Narrowband electrit field emissions
Broadband electric field emissions

REO3 (limited applicability)
REO3 applicability
REO3 limit

RS02 (limited applicability)
RSO2 applicability

RS02 limits

Part I - spikes

Part II - power frequency

7-1

F—~

Page

\l\l\l\ll\l\l\l\l
e

7-3

7-3
7-3
7-3

7-3
7-3
7-4

7-4
7-4
7-4

7-4
7-4
7=4

7-4
7-4
7-4

7-4
7-4
7-4

7-5
7=5
7-5
7-5
7-5

7-5
7-5
7-5

7-5
7-5
7-5
7-5
7-5



Paragraph 14.

MIL-STD-461C

CONTENTS (Continued)

RSO3
RSO3 applicability
RSO3 limits

TABLES

Emission and susceptibility requirements for
class B equipment and subsystems

FIGURES

Limit for CEO3 narrowband emissions DC (Navy
and Air Force), interconnecting control leads
(Navy only) and AC leads (Air Force only)
Limit for CEO3 broadband emissions, DC (Navy
and Air Force), interconnecting control leads
(Navy only) and AC leads (Air Force only)
Limit for CEQ03 narrowband emissions AC leads
(Navy only)

Limit for CE03 broadband emissions AC leads
(Navy only)

Limit for CSOl

Limit for CSO4

Acceptable waveshapes for CS06 and RS502
Limit for RE0O2 narrowband emissions

Limit for REOZ broadband emissions

7-i1

Page

7-5
7-5
7-5

7-9

7-10
7-11
7-12
7-13
7-14



MIL-STD—461C

1. SCOPE

This part of MIL-STD-461 supplements Part 1 of the standard by defining emission and
susceptibility requirements and limits for equipment and subsystems which support the class A
equipment and subsystems, but which will not be physically located in critical ground areas
(class B)., Examples of some of the class B equipment and subsystems include: electronic shop
maintenance and test equipment used in non-critical ground areas; and theodolites, navaids,
and other simllar equipment and subsystems used in non—-critical areas.

1.1 Determining requirements.

1.1.1 Air Force and Navy procurements. Table 7-I shall be used to determine the
requirements applicable for equipment and subsystems procured for AF or Navy use. The table
also denotes the paragraphs wherein the requirements and limits are defined. A "Y" entry in
the tahle means the requirement is applicable, and the limit shall be met using the procedures
in MIL-STD-462 or the approved EMI Test Plan. A "Yi," entry means the applicability of the
requirement is limited and is specified in the corresponding appropriate paragraph. The limit
shall be met using the procedures in MIL-STD-462 or the approved EMI Test Plan. A "T" entry
means that the applicability of the requirement must be determined on a case-by-case basis and,
if the requirement is to be imposed, it must be so specified in the appropriate procurement
document. When required, the limit shall be met using the procedures in MIL-STD-462 or the
approved EMI Test Plan. Abseuce of an entry means the requirement is not applicable.

1.1.2. Army procurements. This part of MIL-STD-461 shall not be used unless otherwise
specified by the Command or agency concerned.

2. CEO3

2.1 CEQ3 applicability. This requirement is applicable for altetnating current (AC)
and direct current (DC) leads, which obtain power from other sources or provide power to
other equipment or subsystems, including grounds or neutrals which are not grounded
internally to the subsystem or equipment being measured. For Navy procurements, this
requirement is also applicable for interconnecting coatrol leads which provide AC and DC
power from or to the test sample. The requirement is not applicable for interconnecting
signal leads such as clock, IF, audio, digital, R¥, and the like, unless otherwise specified
by the Command or agency coacerned. Conducted switching trausient emissions, including
ON/OFF switching, shall meet the requirements of CE(Q7. ’

2.2 CEO3 limits.

2.2,1 DOC and interconnecting control leads. Electromagnetic emissions shall not appear
on DC and, where required, interconnecting control leads in excess of the values shown on
Figures 7-1 and 7-2 for narrowband and broadband emissions, respectively.

2.2.2 AC leads.

2.2.2.1 Air Force procurements. Electromagnetic emissions shall not appear on AC
leads in excess of the values shown on Figures 7-1 and 7~2 for narrowband and broadband
emnissions, respectively.

2.2.2.2 Navy procurements. Electromagnetic emissions shall not appear on AC leads
in excess of the values shown on Figures 7-3 and 7-4 for narrowband and broadband emissions,
respectively.

2.2.3 Interconnecting signal leads. If compliance with this requirement is required
for signal leads, limits shall be developed on a case-by-case basis considering the
intentional transmission, its specified power level, necessary information bandwidth, and
pulse rise time. Such limits must be approved by the Command or agency concerned.

3. CE06 (limited applicability)

3.1 CEQ06 applicability. This requirement is applicable for those equipment and sub-
systems with antenna leads or those designed to be connected to antenuas. The transmitter
(key-down), harmonic and spurious emission portions of this requirement may be measured
using the procedures in RE03 (in lieu of CE06) with the approval of the Command or agency
concerned, when any of the following conditions exist: (a) transmitter power exceeds 5 kW
average, (b) the fundamental frequency of the test sample exceeds l1.24 GHz, (c) the test
sample's antenna is an integral part of the transmitter and cannot be replaced by a suitable

1366 F—6
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MIL-STD-461C

dummy load, or (d) for equipment and subsystems with waveguide transmission lines and operating
below 1.24 GHz. The frequency range of this requirement is dependent on the operating frequency
of the test sample (see MIL-STD-462). The transmitter (key-down) portion of this Tequirement

is not applicable within either the test sample's necegsary bandwidth or + 5 percent of the
fundamental frequency.

3.2 CE06 limits. Conducted emissions in excess of the values given below shall not
appear at the test sample's antenna terminals.

3.2.1 Receivers.
a. Narrowband emissions: 34 dB uv
b. Broadband emissions: 40 dB uV/MHz

3.2.2 Transmitters (key-up and standby).

a. Narrowband emissions: 34 dB uv
b. Broadband emissions: 40 dB uv/MHz

3.2.3 Transmitters (key-down mode). Harmonics, except the second and third, and all other
spurious emissions shall have peak powers 80 dB down from the power at the fundamental. The
second and third harmonics shall be suppressed by: 50 + 10 log P (where P = peak power, in
watts, at the fundamental) or 80 dB, whichever requires less suppression.

4, CEO7 (limited applicability)

4.1 CEO7 applicability. Applications of this requirement are to be determined on a
case-by~-case basis for the following types of leads: AC or DC leads which obtain power from
or provide power to other equipment or subsystems.

4.2 CEO7 limits. Conducted switching spikes of less than 50 microseconds in duration
shall not exceed the following, as applicable:

8. AC leads: + 50 percent of nominal rms voltage.
b. DC leads: + 50 percent, =150 percent of nominal line voltage.

Conducted switching spikes equal to or greater than 50 microseconds in duration shall meet the
transient requirements as specified in the individual equipment or subsystem specifications.
Spike duration is the time interval between the 50% amplitude point on the transient leading
edge and the 50% amplitude point on the transient trailing edge; high frequency ringing super~
imposed on the pulse leading and trailing edges should be ignored.

5. €S0l (limited applicability)

5.1 (€S0l applicability. This requirement is applicable to equipment and subsystem AC
and DC power leads, including grounds and neutrals which are not grounded internally to the
equipment or subsystem. The requirement is not applicable within + 5 percent of the power
frequency(ies). For Navy procurements, this requirement may be deleted for AC leads, with the
approval of the Command or agency concerned, if no circuit within the equipment or
system is more sensitive than 100 mV.

5.2 (Cs01 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from especified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to electromagnetic energy
injected onto its power leads equal to the values on Figure 7-5. The requirement is also met
under the following condition: when the power source specified in MIL-STD-462, adjusted to
dissipate 50 watts in a 0.5 ohm load, cannot develop the required voltage at the test sample
pover input terminals, and the test sample is not susceptible to the output of the signal source.

6. CS02 (limited applicability)
6.1 CS02 applicability. Applications of this requirement are to be determined on a

case-by~case basis for equipment and subsystem AC and DC power leads, including grounds and
neutrals which are not grounded internally to the equipment or subsystem.

. 7-3
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6.2 €S02 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when subjected to l-volt from a 50 ohm
source. The test signal shall be applied directly to the equipment input terminals, not
through the test sample's power line cord. The requirement is also met under the following
condition: When a l-watt source of 50 ohms impedance cannot develop the required voltage
at the test sample power input terminals, and the test sample is not susceptible to the
output of the signal source.

7. CS03 (limited applicability)

7.1 €SO3 applicability. Applications of this requirement are to be determined on a
case-by-case basis for receiving equipment and subsystems, such as receivers, RF amplifiers,
transceivers, and the like. The applicable frequency range of this requirement is dependent
on the operating frequency of the test sample as specified in MIL-STD-462.

7.2 €SO3 limits. The test sample shall not exhibit any intermodulation products from
two signals, beyond those permitted in the individual equipment or subsystem specification,
when:

a. Signal generator #1 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462; except that when f;
is in the frequency range of either 200 to 400 MHz or 2 to 25 MHz, the
generator output shall be 80 dB above the reference level, but the output
of signal generator #1 shall not exceed 10 dBm.

b. Signal generator #2 is set 66 dB above the level required to obtain the
standard reference output, as specified in MIL-STD-462, but the generator
output level shall not exceed a power level of 10 dBm.

8. CS04 (limited applicability)

8.1 CS04 applicability. Applications of this requirement are to be determined on a
case-by-case basis for receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test
sample, as specified in MIL-STD-462.

8.2 €S04 limits. Test sample shall not exhibit any undesired response when subjected
to the test signal shown on Figure 7-6.

9, (CSO05 (limited applicability)

9.1 CSO5 applicability. Applications of this requirement are to be determined on a
case-by-case basis for receivers, RF amplifiers, transceivers, and the like. The applicable
frequency range of this requirement is dependent on the operating frequency of the test
sample, as specified in MIL-STD-462.

9.2 CS05 limits. The test sample shall not exhibit, due to cross modulation, any
malfunction, degradation of performance, or deviation from specified indications, beyond the
tolerances indicated in the individual equipment or subsystem specification, when subjected
to the following from signal generator #2: a signal 66 dB above the level required to obtain
the standard reference output, as specified in MIL-STD-462, but not to exceed a power output
level of 10 dBm.

10. CS06
10.1 CS06 applicability. This requirement is applicable to equipment and subsystem

AC and DC power leads, including grounds and neutrals which are not grounded internally to
the equipment or subsystem.

10.2 ¢€S06 limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in the
individual equipment or subsystem specification, when the test spike having the waveform
gshown on Figure 7-7 1s applied to the AC and DC power input leads for a period of not less
than 1 minute at each phase position, and for a total test period not exceeding 15 minutes in
duration (in lieu of the values in MIL-STD—462). The values of E() and t() are given below.
The spike shall be superimposed on the powerline voltage waveform.

a. Spike #1 Ej = 400 Volts; t) = 5 microseconds + 20%.

T7-4
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11. REO2

11.1 REO2 applicability. This requirement is applicable for radiated emissions from
equipment and subsystems, cables (including control, pulse, IF, power, and antennas trans—
uission lines) and interconnecting wiring of the test sample; for narrowband, it applies at
the fundamental frequencies and all spurious emissions, including harmonics, but does not
apply to radiation from antennas. This requirement is applicable for broadband emissions
from 14 kHz to 1 GHz and for narrowband emissions from 14 kHz to 10 GHz.

11.2 REO2 limits. E-field emissions shall not be radiated in excess of those given
in 11.2.1 and 11.2.2. Above 30 MHz, the limits shall be met for both horizontally and
vertically polarized waves.

11.2.1 Narrowband electric field emissions. Narrowband E-field emissions shall not
be radiated in excess of the applicable limit curve shown on Figure 7-8 at the required
test distance, as specified in MIL-STD-462.

11.2.2 Broadband electric field emissions. Broadband E-field emissions from all
equipment and subsystems, including radiated switching transients resulting from (a)
automatic cycling of electronic or electrical switching circuitry, (b) actuation of push=-
to-talk mechanisms (that is, keying of transmitters), or (¢) manual switching shall not
-be radiated in excess of the limit curve shown on Figure 7-9 at the required test distances,
as specified in MIL-STD-462.

12. REO3 (limited applicability)

12.1 REO3 applicability. This requirement is applicable, with the approval of the
procuring activity, when the spurious emissions and harmonics cannot be determined using the
procedures of CEO6. The frequency range of this requirement is dependent on the operating
frequency of the test sample (see MIL-STD-462). The requirement is not applicable within
either the test sample's necessary bandwidth or + 5 percent of the fundamental frequency.

12.2 REQO3 limit. Harmonics, except the second and third, and all other spurious
emissions shall have peak powers 80 dB down from the power at the fundamental. The second
and third harmonics shall be suppressed by: 50 + 10 log P (where P = peak power, in watts,
at the fundamental) or 80 dB, whichever requires less suppression.

13. RS02 (limited applicability)

13.1 RS02 applicability. Applications of Parts I and II of this requirement are to
be determined on a case-by-case basis.

13.2 RS02 limits.

13.2.1 Part I - spikes. The test sample shall not exhibit any malfunction, degrada-
tion of performance, or deviation from specified indications, beyond the tolerances indicated
in the individual equipment or subsystem specification, when subjected to the test spike
having the waveform shown on Figure 7-7. The values of E() and t() are given below:

a. Spike #1 E) = 400 Volts; t] = 5 microseconds + 20%.

13.2.2 Part I1 - power frequency. The test sample shall not exhibit any malfunction,
degradation of performance, or deviation from specified indicationms, beyond the tolerances
indicated in the individual equipment or subsystem specification, when 20 amperes are applied
to the test wire at the power frequency(ies) of the test sample.

l4. RSO3

l4.1 RSO3 applicability. This requirement is applicable for all equipment and subsystems
between 14 kHz and 10 GHz. Above 10 GHz, this requirement is not mandatory unless otherwise
required by the procuring activity.

14.2 RSO3 1limits. The test sample shall not exhibit any malfunction, degradation of
performance, or deviation from specified indications, beyond the tolerances indicated in
the individual equipment or subsystem specification, when subjected to a radiated electric
field of 1 Volt/meter. Above 30 MHz, the requirement shall be met for both horizontally
and vertically polarized waves; circular polarized waves are also acceptable.

7-5
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Receiver tuned frequency or band center for amplifiers.

Lowest tunable frequency of receiver band in use or the lowest frequency
of amplifier passband.

Highest tunable frequency of receiver band in use or the highest frequency
of amplifier passband.

Bandwidth between the 80 dB points of the receiver selectivity curve as defined
in the test sample's technical requirements or the control plan.

The 1limit at A is 80 dB above the input level required to produce the standard
reference output. (This limit shall not be used for amplifiers)

The limit at B gshall be set as follows:

a. Receivers: O dBm applied directly to the receiver input terminals.

b. Amplifiers: The limit shall be as specified in the test sample's technical

requirement or control plan. If no limit is defined in the above documents,
the 0 dBm value shall be used.

FIGURE 7-6. LIMIT FOR CSO4
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MIL~-STD-461C

1. SCOPE

This part of MIL-STD-461 supplements Part 1 of this standard by defining emission and
susceptibility requirements and limits for tactical and special purpose vehicles and engine-
driven equipment (class Cl). Ancillary equipment inteanded for use on these vehicles shall
meet the applicable requirements of other parts of this document.

2.  REQUIREMENTS

The following requirements apply for the groups of tactical and special purpose vehicles
and engine—~driven equipment defined in Table 8-I.

2.1 Group I. Group I items shall comply with UMO3 over the frequency range of 150 kHz
to 1000 MHz.

2.2 Group II. Group II items shall comply with UMO3 over the limited frequency range of
1.5 to 400 MHz, except that commercial general-purpose and construction Group II items procured

for use solely in non-critical areas may be exempt from UMO3 when specified by the Command or
agency concerned.

2.2.1 Group II items with electronic equipment, mobile telephones or communications.
When electronic equipment, mobile telephones or communications are to be installed in Group II
items, including those used in non-critical areas, additional EMI suppression is required. This
suppression shall be provided in a kit to be installed by the user and shall include installation
components, parts, and instructions necessary for suppressing the ignition, windshield wiper,
brake and signal lights, siren, and so forth, so as to result in compliance with UMO3.

2.3 Group III. Group III items shall meet the requirements of SAE J551.

2.3.1 Group III items with electronic equipment, mobile telephones or communications.
When electronic equipment, mobile telephones or communications are to be installed in Group IIIL
items, including those used in non-critical areas, additional EMI suppression is required. This
suppression shall be provided in a kit to be installed by the user and shall include iastallation
components, parts, and instructions necessary for suppressing the ignition, windshield wiper,
brake and signal lights, siren, and so forth. This suppression kit, when installed, shall result
in compliance with UMO3.

2.4 Group I, Group II, and Group III items with electronic sensing and control circuitry.
Tactical and special purpose vehicles and engine-driven equipment utilizing electronic sensing
and control circuitry shall, when required by the Command or agency concerned, meet the radiated
susceptibility requirement of UMO3, in addition to the applicable requirements in 2.1, 2.2, and
2.3. See SAE AIR 1425 for methods of achieving EMC in gas turbine engine accessories.

3. UMO3

3.1 UMO3 applicability. UMO3 applies to tactical and special purpose vehicles and engine-
driven equipment, including the electrical equipment and parts installed thereon.

3.2 UMO3 limits.

3.2.1 Radiated emissions. E-field broadband and narrowband emissions shall not be radiated
in excess of the levels shown on Figures 8-1 and 8-2 respectively at the required test distance,
as specified in MIL-STD-462 for the applicable frequency range of the requirement. Above 30 MHz,
the limit shall be met for both horizontally and vertically polarized waves. The radiated emission
limit shall be met utilizing the procedures of RE02 of MIL-STD-462 or an approved EMI test plan.

3.2.2 Radiated susceptibility. Group I, Group II, and Group III items required by 2.4 to
meet this requirement shall not exhibit any malfunction, degradation of performance, or deviation
from specified indications, beyond the tolerances indicated in the individual specifications,
when subjected to the following radiated E-fields in the frequency range of 2 MHz to 10 GHz:

Frequency Range E-Field (Volts/meter)
150 kHz to 400 MHz ) 10
400 MHz to 1000 GHz 5

Above 30 MHz, the requirement shall be met for both horizontally and vertically polarized waves;
circular polarized waves are also acceptable. The radiated susceptibility limit shall be met by
utilizing the procedures of RSO3 of MIL-STD-462 or an approved EMI test plan.

8-1
1382 8 “



MIL-STb-461C

d4njeU Uy UR | LALD

A{edtseq aae yoym SILILYRA
DALIRAISLULWPR JB| WS 43Y1(Q
S)¥ONJY L4

syonay obae)

S3Iue | hquyf

sueA butlaoy

SYIN4Y AU3AL(2g

SJed jjeis

Suepag

anoge
ayl Jo [(e 40y saurhua juawade|day
*2319 ‘saamo|q

‘sdund ‘43x(w 33340U0D *SJuapeo|
JUWII *Su05Sa4dwod are *suaabbip
y231p “(493em pue 3utjoseb) suajesy
‘saazop|ng ‘sauead ‘*3°1) jududinba
u013on435u0d pue asodand |euausy

saabne yjue3

SURA/S)INJY DLAUIS pue JIURUAULRY
SJ3UOL}LPUOD JLe UBAL.p-3uLbu]
juawdinba buy(puey pue buipeo| cbae)
sJayteay 1ybipooty

S4070W p.aeoqing

SYON.IY L[ -3404

sbny Joyaeyy

Sa|2AD.030p

3A0Qe 2ul JO

{te 40} sautbua jusuade|day
au|oseb ‘saaiesy

$1¢0Q W.403§

juawdinba
Kem-j0-3duruajutlew Aemjiey

sabeyaaed Jujow ung

s3e0q | 04304

$3|2tyaa snoiqiyduy

13040 Burpue| pue 3{nessy
Sdataaed |2uuosdad padoudy
saaLaded obued peou-syi-ji0
53[JLYaA Ied) pue pIJoudy
{21300 *S3|J1ydA paje3alNn

SYINAY andsad ysed)

III dJnoyy

IO 4n049

I dnoyd

LNINCIND3 ANV SITJIHIA 1D SSV1D 40 SONIdNOHD °I-8 I8Vl

8-2

-9

13383



MIL-STD-461C

SNOISSIN3 aNvaavodg €OWN HOd LIWIN °1-8 3HNDIL

000't oot oL i

0S

09

oL

ZHN /W/ANgp

8-3
6—-10

08

086

ool

T RO I
i ol IO | I
, il i I (ZHWN) ADNINDIYS il
|11 i
l n_.__ H I
._. DHI .,..._ . __ M
i i 10
0 L i
il ;.. , U 1l | f _
i Vib? il il ik
| _ il H H il
A i ae. VUL it
fiHit i o il i !
BT i “
it v iy .
GAIAMR U it i i mm... Huk ;’. _
M i nf_;_ ! ! !
i Atk i i _
t _— w_.__ . H1 " }
” ) _r R i 3
Ll _
il ﬁ _ 1
Eail i i i . I
Jm Milkg A il
_mw ikl it HH =_
i SNOISSIN3 aNvaavoua il
-{ulit) __. ; €ONN ¥0d LIWIT 4
gt 1-8 3uN9Id
.vnu.. w.‘g..ml. _ HH _M f. ! {
i e .m._.___ i .__. ; i i

1384



000t oot

MIL-STD-461C

SNOISSINI ANVEMOUYHYN €OWN HOd LINIT "2-8 34NOI

! i I
i ]
I I il I
: i I ] oz
- 1443
Il | b H
[ i ) Il
) il ; i
I it il
i ;i U ] (0]
: e
T B i i
[ 1 i
f +14 [ p
i . it i a
! I Lt i m EHH op
_ il i AN
i i I 3 .
! “
i ) il ﬁ
il i 0S
1 I
i i 1l |

SNOISSIW3 ONVEMONEYN ” i i
GOWN ¥Od LIWN _ , I 09

Z2-8 3¥noid " i ! “

i | ! .
RN, AR Wdddddd IEEEE I .
gidndd 4 4 deene s " -

6-11

1385



(zD sser)d) seaay TevJiF1d

ur pesq 10 o], iamod Buif1ddng jusudinby (4aN) I9mo4
27119973 °1IqOK Pue ‘(Sd4n) 833§ 13mog ayqiidnaaasjuuq
¢gjusuodwo) PIILIOO0SSY Pue S103BIBUIH sujBuy 6 3iBd

6-12

1386



Part 9

Paragraph 1.

9~-1
9-2

1387

MIL-STD-461C

CONTENTS

SCQPE

REQUIREMENTS

Class C2 items with power output ratings £ 240
kilovolt amperes (kVA)

Class C2 items with power output ratings > 240 kVA
Engine generators with electronic circuitry

UMO4

UMO4 applicability

UMO4 limits

Conducted emissions
Radiated emissions
Radiated susceptibility

FIGURES

Limit for UMO4 conducted emissions
Limit for UMO4 radiated emissions

9-1/9-11
6-13

Page

9-1
9-1

9~1
9-1

9-1
9-1
9-~1
9-1
9-1
9-1

9-2
9-3



MIL-STD-461C

1. SCOPE

This part of MIL-STD-461 supplements Part 1 of this standard by defining emission and
susceptibility requirements and limits for engine generators and assoclated components,
uninterruptible power sets (UPS), and mobile electric power (MEP) equipment supplying power
to or used in critical areas (class C2).

2.  REQUIREMENTS

The following requirements apply for class C2 items.

2.1 Class C2 items with power output ratings </ 240 kilovolt amperes (kVA). All class
C2 items with power output ratings < 240 kVA shall meet the conducted and radiated emission

requirements of UMO4 (with the radiated emission requirements applicable at a distance of
1 meter).

2.2 Class C2 items with power output ratings > 240 kVA. All class C2 items with
power output ratings > 240 kVA shall meet the radiated emission requirements of UMO4 (at a
distance of 1 meter), when specified by the Command or agency concermned.

2.3 Engine generators with electronic circuitry. Engine generators employing electronic
circuitry for regulation or control, or sets with amplifiers for electronically controlling
regulation, temperature, frequency, stability, and so forth, shall meet the radiated suscep—
tibility requirement of UMO4, in addition to the applicable requirements in 2.1, and 2.2.

3. UMO4

3.1 UMO4 applicability. UMO4 applies to engine generators and associated components,
UPS, and MEP equipment supplying power to or used in critical areas.

3.2 UMO4 limits.

3.2.1 Conducted emissions. Broadbaund electromagnetic emissions shall not appear on the
power leads in excess of the levels shown on Figure 9-1. The broadband conducted emissions
limit shall not be exceeded over the frequency range of .015 to 50 MHz, when measured using
the appropriate CE procedure of MIL-STD-462 or an approved EMI test plan.

3.2.2 Radiated emissions. Broadband electromagnetic emissions shall not be radiated
in excess of the levels shown on Figure 9-2 at the required test distance. Above 30 MHz,
the limit shall be met for both horizontally and vertically polarized waves. The broadband
radiated emissions limit shall not be exceeded when measured using the procedures of REQ2
of MIL-STD-462 or an approved EMI test plan. .

3.2.3 Radiated susceptibility. Engine generators required by 2.3 to meet this
requirement shall not exhibit any malfunction, degradation of performance, or deviation from
specified indications, beyond the tolerances indicated in the individual equipment specifi-
cation, when subjected to the following radiated E-fields in the frequency range of 2 MHz
to 10 GHz, utilizing the procedures of RSO3 of MIL-STD-462 or an approved EMI test plan.

-

Frequency Range E-Field (Volts/meter)
2 to 400 MHz 10
400 MHz to 10 GHz 5

Above 30 MHz, the requirement shall be met for both horizontally and vertically polarized
waves; circular polarized waves are also acceptable.

1388 : a-1
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MIL-STD-461C

1. SCOPE

This part of MIL-STD-461 supplements Parts 1, 5, and 6 of the standard by defining emission
requirements and limits for commercial electrical and electromechanical equipment and subsystems.

2. REQUIREMENTS

The following requirements apply for the groups of commercial electrical and electromechanical
equipment defined in Table 10-I.

2.1 Group I. Except as noted in 2.1.1, all Group I items shall meet the conducted and
radiated emission requirements of UMO5. Except for portable electric tools, Group I equipment
intended for use aboard ships shall meet the applicable requirements of either Part 5 or Part 6
of this document.

2.1.1 Group I items with electronic sensing and control circuitry. Commercial electrical
and electromechanical equipment and subsystems utilizing electronic sensing and control circuitry
shall, when required by the Command or agency concerned, meet the radiated susceptibility require-
ment of UMO5, in addition to the applicable requirements in 2.1.

2.1.2 Group 1 items used in non-critical areas. Group I items procured for use solely in
non-critical areas are exempt from the emission and susceptibility requirements of this standard.

2.2 Group II. Group II items are exempt from the emission requirements of this standard
unless otherwise specified by the Command or agency concerned. However, these equipment shall
display a label or sign with the following wording:

WARNING

DO NOT OPERATE WITHIN 30 METERS (100 FEET) OF ELECTRONIC
EQUIPMENT OR SUBSYSTEMS OR ASSOCIATED ANTENNAS

2.3 Group III. Group III items are examples of electrical and electromechanical equipment
which are usually interference free and for which written approval to forego emission testing
may be obtained when procured as individual equipment. As a means of establishing whether an
equipment will require testing, the equipment manufacturer shall forward to the Command or agency
concerned a complete electrical description of the equipment and the justification to forego
testing. Written approval to forego testing must be obtained from the Command or agency concerned
and shall be requested as early in the procurement cycle as possible.

3. UMOS

3.1 UMO5 applicability. UMO5 applies to all Group I commercial electrical and electro-
mechanical equipment procured for use in critical areas.

3.2 UMOS5 limits.

3.2.1 Conducted emissions. Broadband electromagnetic emissions shall not appear on the
power leads in the frequency range of 50 kHz to 50 MHz in excess of the levels shown on Figure
10-1. The broadband conducted emissions limit shall not be exceeded over the frequency range of
.05 to 50 MHz when measured using the CE procedure of MIL-STD~462 or an approved EMI test plan.

3.2.2 Radiated emissions. Broadband and narrowband electromagnetic emissions shall not be
radiated in the frequency range of 150 kHz to 400 MHz in excess of the applicable limit curves
shown on Figures 10-2 and 10-3 respectively, when measured at the required test distance as
specified in MIL-STD-462. The broadband and narrowband radiated emissious limit shall be met
utilizing the procedures of REQ2 of MIL-STD-462 or an approved EMI test plan.

3.2,3 Radiated susceptibility. Group I items required by 2.1.1 to meet this requirement
ghall not exhibit any malfunction, degradation of performance, or deviation from specified
indications, beyond the tolerances indicated in the individual specification, when subjected to
the following radiated E-fields in the frequency range of .15 MHz to 400 MHz:

Frequency Range E-Field (Volts/meter)

.15 to 400 MHz 10

Above 30 MHz, the requirement shall be met for both horizontally and vertically polarized waves;
circular polarized waves are also acceptable. The radiated susceptibility limit shall be met by
utilizing the procedures of RSO3 of MIL-STD-462 or an approved EMI test plan.

10-1
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